A three-phase powered descent initiation (PDI) maneuver
begins at pericynthion at 102:53:13 GET using the LM descent engine

to brake the vehicle out of the descent transfer orbit, The guid-
ance-controlled PDI maneuver starts about 260 nm prior to touchdown, .
and is 1in retrograde attitude to reduce velocity to essentially zero )
at the time vertical descent begins. Spacecraft attitudes range from

windows down at the start of PDI, to windows up as the spacecraft

reaches 15,000 feet above the lunar surface and LM landing radar -
data can be integrated by the LM guidance computer. The braking

bhase ends at about 7,000 feet above the surface and the spacecraft

is rotated to an upright windows-forward attitude. The start of the

approach phase is called high gate, and the start of the landing

phase at 500 feet ‘is called low gate. '

Both the approach phase and landing phase allow pilot take-
over from guidance control as well as visual evaluation of the land-
ing site. The final vertical descent to touchdown begins at about
150 feet when all forward velocity is nulled out. Vertical descent
rate will be three fps. Touchdown will take place at 102:47:11 GET.
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Lunar Surface Extravehicular Activity (EVA)‘

Armstrong and Aldrin will spend about 22 hours on the
lunar surface after lunar module touechdown at 102:47:11
GET. Following extensive checkout of LM systems and prepara-
tions for contingency ascent staging, the LM crew will eat
and rest before depressurizing the LM for lunar surface
EVA. Both crewmen will don portable life support system

(PLSS) backpacks with oxygen purge system units (OPS) attach-
ed. - ..

LM depressurization is scheduled for 112:30 GET with the
commander being the first to egress the LM and step onto the
lunar surface. His movements will be recorded on still and
motion picture film by the lunar module pilot and by TV de-
ployed by the commander prior to descending the ladder. The
LM pilot will leave the LM about 25 minutes after the com-
mander and both crewmen wWill collect samples of lunar material
and deploy the Early Apollo Scientific Experiments Package
(EASEP) and the solar wind composition (SWC) experiment.

The commander, shortly after setting foot on the lunar
surface, will collect a contingency sample of surface mater-
ial and place it in his suit pocket. Later both crewmen will
collect as much as 130 pounds of loose materials and core

samples which will be stowed in air-tight sample return con-
tainers for return to Earth. :

Prior to sealing the SRC, the SWC experiment, which
measures the elemental and isotopic constituents of the noble
(inert) gases in the solar wind, 1s rolled up and placed in
the contalner for return to Earth for analysis. Principal ex-

perimenter is Dr. Johannes Geiss, University of Bern, Switzerland.

The crew will photograph the landing site terrain
and inspect the LM during the EVA. They can range out to
about 100 feet from the LM.

After both crewmen have ingressed the LM and have con-
nected to the cabin suit circuit, they will doff the PLSS
backpacks and jettison them along with other gear no longer
needed, through the LM front hatech onto the lunar surface,

The LM cabin will be repressurized about 2 hrs., 40 min.
after EVA initiation to permit transfer by the crew to the
LM life support systems. The LM will then be depressurized

to jettison unnecessary equipment to the lunar surface and
be repressurized. The crew will have a meal and rest period

before preparing for ascent into lunar orbit and rendezvousing
with the CSM.

-more-—
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Lunar Sample Collection

Equipment for collecting and stowing lunar surface samples
is housed in the modularized equipment stowage assembly (MESA)
on the LM descent stage. The commander will unstow the equip-
ment after adjusting to the lunar surface environment.

Items stowed in the MESA are as follows:
¥ Black and white TV camera.

¥ Large scoop for collecting bulk and documented samples
of loose lunar surface material.

" % BExtension handle that fits the large scoop, core tubes
and hammer.

¥ Tongs for collectlng samples of rock and for plcklng up
dropped tools

* Gnomon for vertical reference, color and dimension scale
for lunar surface photography. :

¥ Hammer for driving core tubes, chipping rock and for
trenching (with extension handle attached).

¥ 35mm stereo camera.

¥ Two.sample return containers (SRC) for returning up to
130 pounds of bulk and documented lunar samples. Items such as
large and small sample bags, core tubes, gas analysis and lunar
environment sample contalners are stowed in the SRCs. Both
containers are sealed after samples have been colliected, docu-
mented and stowed, and the crew will hoist them into the ascent
stage by means of an equipment conveyor for transfer into the
command module and subsequent return to Earth for ana1y81s in
the Lunar Receiving Laboratory.

Additionally, a contingency lunar sample return contalner
is stowed in the LM cabin for use by the commander during the
early phases of his EVA. The device 1is a bag attached to an
extending handle in which the commander will sccop up about one
liter of lunar material. He then will jettison the handle and
stow the contingency sample in his pressure sult pocket.
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LM Ascent, Lunar Orbit Rendezvous

Following the 22-hour lunar stay time during which the
commander and lunar module pilot will deploy the Early Apollo
Scientific Experiments Package (EASEP), the Solar Wind Composition
(SWC) experiment, and gather lunar soll samples, the LM ascent
stage will 1ift off the lunar surface to begin the rendezvous sequence
with the orbiting CSM. Ignition of the LM ascent engine will be at
124:23:21 for a 7 min 14 sec burn with a total velocity of 6,055 fps.
Powered ascent is in two phases: vertical ascent for terrain clear-
ance and the orbital insertion phase. Pitchover along the desired
launch azimuth begins as the vertical ascent rate reached 50 fps
about 10 seconds after liftoff at about 250 feet in altitude.
Insertion into a 9 x U45-nm lunar orbit will take place about 166
nm west of the landing site.

Following LM insertion into lunar orbit, the LM crew will
compute. onboard the four major maneuvers for rendezvous. with the
CSM which is about 255 nm ahead of the LM at this point. All
maneuvers in the sequence will be made with the LM RCS thrusters.
The premission rendezvous sequence maneuvers, times and veloclties
which 1ikely will differ slightly in real time, are as follows:
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Concentric sequence initiate (CSI): At first LM apolune after
insertion 125:21:20 GET, 49 fps posigrade, following some 20 minutes
of LM rendezvous radar.tracking and CSM sextant/VHF ranging navi-
gation. CSI will be targeted to place the LM in an orbit 15 nm
below the CSM at the time of the lafter constant delta height (‘CDH)
maneuver. The CSI burn may also initiate corpvections for any out-of-
plane dispersions resulting from insertion azimuith errors. Resulting
LM orbit after CSI will be 45.5 x 44.2 nm and will have a catchup
rate to the CSM of .072 degrees per minute. o

’ﬂAnbther plane correction is possible about 29 minutes after CSI
at the nodal crossing of the CSM and LM orbits to place both vehicles
at a common node at the time of the CDH maneuver at 126:19:40.GET.

Terminal phase initiate -(TPI): This maneuver ocecurs at 126:58:26
and adds 24.6 fps along the line of sight toward the CSM when the
elevation angle to the C3SM reaches 26.6 degrees. - The LM orbit becomes
61.2 x 43.2 nm and the catchup rate to the C3M decreases to .032
degrees per second, or a closing rate of 131 fps. o

Two midcourse correction maneuvers will be made 1f needed,

followed by four braking maneuvers at: 127:39:43 GET, 11.5 fps;

127:40:56, 9.8 fps; 127:42:35 GET, 4.8 fps; and at 127:43:54 GET,
4.7 fps. Docking nominally will take place at 128 hrs -GET to end
three -and one-half hours of the rendezvous‘Sequence; .

Transearth Injection (TEI)

The LM ascent stage will bé jettisoned about four hours after
hard docking and the CSM will make a 1 fps retrograde separation

maneuver.

) The nominal transearth injection burn will be at 135:24 GET
following 59.5 hours in lunar orbit. TEI will take place on the
lunar farside and will be a 3,293 fps posigrade SPS burn of 2 min
29 sec duration and will produce an entry velocity of 36,194 fps
after a 59.6 hr transearth flight time.

‘An optional TEI plan for five revolutions later would allow
a erew rest perilod before making the maneuver. TEIL ignition urider
the optional plan would take place at 145:23:45 GET with a 3,698 fps
posigrade SPS burn producing an entry velocity of 36,296 fps and a
transearth flight time of 51.8 hrs. o

-more-
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Transearth coast

Three cOrridor—confrol transearth midcourse correction
burns will be made if needed: MCC-5 at TEI +15 hrs, MCC-6 at
entry interface (EI=400,000 feet) -15 hrs and MCC-7 at EI -3 hrs.

Entry, Landing

Apollo 11 will encounter the Earth's atmosphere (400,000 feet)
at 195:05:04 GET at a velocity of 36,194 fps and will land some
1,285 nm downrange from the entry-interface point using the space-
craft's lifting characteristics to reach the landing point. Touch-
down will be at 195:19:05 at 10.6 degrees north latitude by 172.4
west longiltude. o .
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CHUTES
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SPLASH DOWN VELOCITIES:
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2 CHUTES - 36 FT/ SEC
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EARTH RE-ENTRY AND LANDING
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RECOVERY OPERATIONS, QUARANTINE

The prime recovery line  for Apollo 11l is the mid-Pacific along
the 175th west meridian of longitude above 15 degrees north latitude,
and Jogging to 165 degrees west longitude below the equator. The
alrcraft carrier USS Hornet, Apollo 11 prime recovery ship, will be
stationed near the enduofmmlssion aiming point prior to entry.

Splashdown for a full-duration lunar Janding mission launched
on time July 16 will be at 10.6 degrees north by 172.5 degrees west
at a ground elapsed time of 195 hrs 15 min.

The latitude of splashdcwn depends upon the time of the trans-
earth injection burn and the declination of the Moon at the time of
the burn. A spacecraft returning from a lunar mission will enter the
Earth's atmosphere and splash down at a point on the Earth's farside
directly opposite the Moon. This point, called the antipode, is a
projection of a line from the center of the Moon through the center
of the BEarth to the surface: opposite the Moon. The mid-Pacifie
recovery line rotates through the antipode once each 24 hours, and
the transearth injection burn will be targeted for splashdown along
the primary recovery line.

Other planned recovery lines for lunar missions are the East
Pacific 1ine extending roughly parallel %to the coastlines of North
and South America; the Atlantic Ocean line running along the 30th
west meridian in the northern hemisphere and along the 25th west
meridian in the southern hemisphere, and the Indian Ocean along the
65th east meridian. : g

Secondary landing areas for a possible Earth orbital alternate
mission are in three zones———one 1n the Pacific and two in the
Atlantic. . :

Launch abort landing areas extend downrange 3,200 nautical
miles from Kennedy Space Center, fanwise 50 nm above and below
the limits of the variable launch azimuth (72-106 degrees). Ships
on station in the launch abort area will be the destroyer USS New,
the insertion tracking ship USNS Vanguard and the minesweeper-
countermeasures ship USS Ozark.

In addition to the primary recovery ship located on the mid-
Pacific recovery line and surface vessels on the Atlantic Ocean
recovery line and in the launch abort area, 13 HC-130 alrcraft
wlll be on standby at seven staging ‘bases around the Eartn: Guam;
Hawall; Bermuda; Lajes, Azores; Ascension Island; Mauritius and
the Panama Canal Zone.
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Apollo 11 recovery operations will be directed from the
Recovery Operations Control Room in the Mission Control Center and
will be supported by the Atlantic Recovery Control Center, Norfolk,
Va., and the Pacific Recovery Control Center, Kunia, Hawall.

After splashdown, the Apollo 11 crew will don biological isola-
tion garments passed to them through the spacecraft hatch by a
recovery swimmer. The crew will be carried by helicopter to the
Hornet where they will enter a Mobile Quarantine Facility {MQF)
about 90 minutes after landing. The MQF, with crew aboard, will be
offloaded at Ford Island, Hawali and loaded on a C-141 aircraft
for the flight to Ellington AFB, Texas, and thence trucked to the
Lunar Receiving Laboratory (LRL). : :

The crew will arrive at the LRL on July 27 following & nominal
lunar landing mission and will.go into the LRL Crew Reception area
for a total of 21 days quarantine starting from the time they lifted
of f the lunar surface. The command module will arrive at the LRL
two or three days later to undergo 2a similar quarantine. Lunar
material samples will undergo a concurrent analysis in the LRL

Samplé Operations area during the quarantine period.

Lunar Recelving Labofatérygiu

The Manned Spacecraflt Center Lunar Receiving Laboratory . has
as its main function the quarantine and testing of lunar samples,
spacecraft and flight crews for possible harmful organisms brought
back from the lunar surface. SR :

Detailed analysis of returned lunar samples will be done in two
phases-—-time-critical investigations within the quarantine period
and post-guarantine seientific studies of lunhar samples repackaged and
distributed to participating scientists - ‘

There are 36 scilentists and scientific groups selected
in open world-wide competition on the scientiflc merits of
their proposed experiments. They represent some 20 institu-
tions in Australia, Belgium, Canada, Finland, Federal Republilc
of Germany, Japan, Switzerland and the United Kingdom. Major
fields of investigation will be mineralogy and petrology,
chemical and isotope analysis, physical properties, and bio=~
chemical and organic analysis. .

The crew reception area serves as quarters for the fiight
crew and attendant technicians for the gquarantine period in
which the pilots will be debriefed and examined. The other
crew reception area occupants are physicians, medical tech-
nicians, housekeepers and cooks. The CRA is also a contingency
quarantine area for sample operations-area people exposed to
spills or vacuum system breanks.

Both the crew reception area and the sample operations
area are contained within biological barrier systems that pro-
tect lunar materials from Earth contamination as well as pro-
tect the outside world from possible contamination by lunar
materials. ' S e T
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Analysis of lurnar sampies- will be done in the sample operations
area, and will include vacuum, magnetics, gas analysis, biological
test, radiation counting and. Uny51cal -chemical test laboratories.

Lunar sample return contalners, or "rock boxes", will first be
brought to the vacuum laboratory and opened in the ultra- clean
vacuum system. After preliminary examination, the samples will be
repackaged for transfer, still under vacuum, to the gas analysis,
piological prevaration, pny51ca1 -chemical tebt and radiation count-
ing laboratories.

The gas analysis lab will measure amcunts and types of gases
produced by lunar samples, -and. geochemists in the physical-chemical
test lab will test the samples for their reactions to atmospheric
gases and water vapor. Additionally, the physical-chemical test
lab will make detailed studies of the mineralogic, petrologic,
geochemical and physical ﬁroperties of the samples.

Other portions of lunar samples will travel through the LRL
vacuum system to the biological test lab where they will undergo
tests to determine if there is 1life in the material that may
replicate. These tests will involve introduction of lunarsamples
into small germ-free animals and plants. The biological test
laboratory is made up of. several smaller labs---bioprep, bio-
analysis, germ-free, histology, normal animals (amphibia and
invertebrates), incubation, anaerobic and tissue culture, crew
microbiclogy and plants. '

Some 50 feet below the LRL ground floor, the radiation counting
lab will conduct low~background radiocactive assay of lunar samples
using gamma ray spectrometry techniques.

(See Contamination Control Program sectlon for more detalls
on LRL, BIGs, and the Mobile Quarantine Facility.)

-more-—
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SCHEDULE FOR TRANSPORT OF SAMPLES, SPACECRAFT, CREW

samples

Two helicopters will carry lunar samples from the
recovery ship to Johnston Island where they will be put aboard
a C-141 and flown directly to Houston and the Lunar Receiving
Laboratory (LRL). The samples should arrive at Ellington Air
Force Base at about 27 hours after recovery and received in
the LBRL at about 9 or 10 a.m. CDT, July 25,

Spacecraft

+The spacecraft 1s scheduled to be brought aboard the

recovery ship about two hours after recovery. About 55 hours
after recovery the ship is expected to arrive in Hawaii. The
spacecraft will be deactivated in Hawaii (Ford Island) between
55 and 127 hours after recovery. At 130 hours it 1s scheduled
to be loaded on a C-133 for return to Ellington AFB. Estimated
time of arrival at the LRL is on July 29, 140 hours after '
recovery. ‘

Crew

The flight crew is expected to enter the Mobile Quarantine
Facility (MQF) on the recovery ship about 90 minutes after splash-
down. The ship is expected to arrive in Hawaii at recovery plus .
55 hours and the Mobile Quarantine Facility will be transferred
to a C-141 aircraft at recovery plus 57 hours. The aircraft
will land at Ellington AFB at recovery plus 65 hours and the
MQF will arrive at the LRBL about two hours later (July 27).

=-Nore-
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LUNAR RECEIVING LABORATORY PROCEDURES TIMELINE (TENTATIVE)

Arrival LRL

Sample Operations Area (SOAQ)

Event

Location

Arrival

Arrival

" plus 5 hours

" plus 8 hours

" plus 13 hours

Sample containers arrive crew
reception area, outer covering
checked, tapes and films removed

Container #1 introduced into
system

Containers weighed

Transfer contingency sample to

F-25a chamber for examination after

containers #1 and #2

Containers sterilized, dried in
atmospheric decontamination and
passed into glove chamber F201

Residual gas analyzed (from con-
tainers)

Open contaliners

Weigh, preliminary exam of samples
and first wvisual inspection by
preliminary evaluation feam

Remove samples to Radiation Count-
ing, Gas Analysis Lab &Minerology
& Petrology Lab '

Preliminary information Radlation
counting . Transfer container #1
out of chamber

Initial detalled exam by Pre-
liminary Evaluation Team Members

Sterile sample to Bio prep (100
gms) (24 to 48 hr preparation for
analysis)

Monopole experiment

-more-—

Crew reception area

Vacuum chamber lab

1) " 1"

n n "

1t 1" n

n n 1

" L "

Vacuum chamber lab RCL-
Basement Min-Pet 1lst
floor

Vacuum chamber lab

L] n Lia

Bio Test area - lst
floor

Vacuum chamber lab



Arrival LRI

Event Locafion

" plus 13 hours

" plus 24 hours

" plus 1-2 days

plus 4-5 days

" plus about 7 -
15 days

".plus 15 days

" plus 17 days

"plus 30 days

Transfer samples o Phys-~Chem Lab Phys—-Chem ~ ist floor

Detailed photography of samples and Vacuum chamber lab
microscopic work

A11 samples canned and remain in " " "
chamber :

Preparations of samples in bioprep Bio test labs - ist
lab for distribution to bio test floor

labs. (Bacteriology, Virology,

Germ-free mice) through TEI plus

21 days

Early release of phys-chem analy- Phys-Chem labs - 1st
sis floor

Detailed bio analysis & further Bio test & min-pet
phys—chem analysis 1st flocr
Conventional samples transferred 1st floor

to bio test area (28-48 hours
preparation for analysis)

Bio test begins on additional. 1st floor
bacteriological, virological,

microbiological invertebrates,

(fish, shrimp,oysters), birds,

mice, lower invertebrates (house-

fly, moth, german cockroach, ete),

plants (about 20) (through

approximately arrival plus 30 days)

Bio test info released on pre- 1st fioor
liminary findings

Samples go to thin section lab 1st floor
(first time outside barrier) for

preparation and shipment to-

principal investigators

-more-—
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APOLLO 11 GO/NO-GO DECISION POINTS

Like Apollo 8 and 10, Apollo 11 will be flown on a
step-by-step commit point or go/no-go basis in which the
‘decisions will be made prior to each maneuver whether to
continue the mission or to switch to one of the possible
alternate missions. The go/no-go decisions will be made
by the flight control teams in Mission Control Center jointly
with the flight crew.

Go/no-go decisions will be made prior to the following events:

* Launch phase go/no-go at 10 min GET for orbit
insertion

# Translunar injection

*® Tfansposition, docking and IM extraction
¥ Each translunar midcourse correotion'burn
* Lunar orbit insertion burns Nos. 1 and 2
# CSM-LM undocking and separation

# IM descent orbit insertion

*# IM powered descent initiation

# IM landing

# Periodic go/no-gos during lunar stay

* Lunar surface extravehicular activity

* IM ascent and rendezvous (A no-go would delay ascent
- one revolution)

¥ Transearth injection burn (no-go would delay TEI one
or more revolutions to allow maneuver preparations to
be completed) ‘

¥ FEach transearth midcourse correction burn.




APCLLO 311 ALTERNATE MISSIONS

Six Apollo 11 alternate missions, each aimed toward
meeting the maximum number of mission cbjectives and gaining
maximum Apollo systems experience, have been evolved for real-
time choice by the mission director. The alternate missions
are summarized as follows: :

Alternate 1 - S-IVB fils prior to Earth orbif insertion:
CSM only contingency orbit insertion (COI) with service propul-
sion system. The mission in Earth orbit would follow the lunar
mission timeline as closely as possible and would include SFS
burns similar in duration to LOI and TEI, while at the same time
retaining an RCS deorbit capability. Landing would be ftargeted
as closely as possible to the original aiming point.

Alternate 2 - S-IVB falls to restart for TLI: CSM would
dock with and extract the LM as soon as possible and perform
an Earth orbit mission, including docked DPS burns and possibly
CSM-active rendezvous along the ijunar mission timeline, with
landing at the original aiming peint. Failure fo extract the
LM would result in an Alternate 1 type mission. :

Alternate 3 - No-go for nominal TLI because of orbital
conditicns or insufficient S-IVB propellants: TLI retargeted for
lunar mission if possible; if not possible, Alternate 2 would be
followed., The 8-IVEB would be restarted for a high-ellipse injec-
tion provided an apogee greafter than 35,000 nm could be achlieved.
If propellants available in the 3-IVEB vere too low to reach the
35,000 nm apogee, the TLI burn would be targeted out of plane and
an Barth orbit mission along the lunar mission timeline wculd be
flown.

Depending upon the guantity of S-IVB propellant available
for a TLI-type burn that would produce an apogee greater than
35,000 nm, Alternate 3 1s broken down intc four subalternates:

Alternate 3A - Propellant insufficient to reach 35,000 nm

Alternate 3B - Propellant sufficient to reach apogee between
35,000 and 65,000 nm

Alternate 3C

Propellant sufficient to reach apogee between
£5,000 and 200,000 nm

Alternate 3D Propellant sufficient tc reach apoges of
200,000 nm or greater; this alternate would
be a near-nominal TLI burn and midcourse
correction burn No. 1 would be targeted to

adjust to a free-return trajectory.

- more -
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Alternate 4 - Non-nominal or early shutdown TLI burn:
Real-time decision would be made on whether to attempt a
lunar mission or an Earth orbit mission, depending upon
when TLI cutoff occurs. A lunar mission would be possible
if cutoff took place during the last 40 to U5 seconds of
the TLI burn. Any alternate mission chosen would include
adjusting the trajectory to fit one of the above listed
alternates and touchdown at the nominal mid-Pacific target
point.

Alternate 5 - Failure of LM to eject after transposition
and docking: CSM would continue alone for a circumlunar or
lunar orbit mission, depending upon spacecraft systems status.

Alternate 6 - LM systems failure in lunar orbit: Mission
would be modified in real time to gain the maximum of LM systems
experience within limits of crew safety and time. If the LM
descent propulsion system operated normally, the LM would be

retained for DPS backup transearth injection; if the DPS were
no-go, the entire LM would be jettisoned prior to TEI.

= more -
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ABORT MODES

The Apolle 11 mission can be aborted at any time
during the launch phase or terminated during later phases
after a successful insertion into Earth orbit.

Abort modes can be summarized as follows:
Launch phase --

#lode I - Launch escape system (LES) tower propels
command module away from launch vehicle. This mode is in
effect from about T-45 minutes when LES is armed until LES
tower jettison at 3:07 GET and command module landing point
can range from the Launch Complex 39A area to 400 nm downrange.

Mode II - Begins when LES tower is jettisoned and runs
until the SPS can be used to insert the CSM into a safe Earth
orbit (9:22 GET) or until landing points approach the African
coast. Mode II requires manual separation, entry orientation and
f1ll-1ift entry with landing betweeén 350 and 3,200 nm downrange.

Mode IIT - Begins when full-1ift landine point reached
3,200 nm (3,560 sm, 5,931 km) and extends through Earth orbital
insertion. The CSM would separate from the launch vehicle, and
if necessary, an SPS retrograde burn would be made, and the com-
mand module would be flown half-1ift to entry and landing at
approximately 3,350 nm (3,852 sm, 6,197 km) downrange.

Mode IV and Apogee Kick - Begins after the polint the SP3
could be used to insert the €SM into an Earth parking orbit --
from about 9:22 GET. The SPS burn into orbit would be made
two minutes after separation from the S-IVB and the mlission
would continue as an Earth orbit alternate. Mode IV 1is pre-
ferred over Mode III. A variation of Mode IV is the apogee
kick in which the SPS would be ignited at first apogee to raise
perigee for a safe orbit.

Deep Space Aborts

Translunar Injection Phase ~-—

Aborts during the translunar injection phase are only
a remote possibly, but if an abort became necessary during the
TLI maneuver, an SPS retrograde burn could be made to produce
spacecraft entry. This mode of abort would be used only in the
event of an extreme emergency that affected crew safety. The
spacecraft landing point would vary with launch azimath and length
of the TLI burn. Ancther TLI abort situation would be used if a
malfunction cropped up after injection. A retrograde SPS burn
at about 90 minutes after TLI shutoff would allow targeting to land
on the Atlantic Ocean recovery line.

-more-—




Transiunar Coast phase —-

Aborts arising during the three-day translunar coast
phase would be similar in nature to the 90-minute TLI abort.
Aborts from deep space bring into the play the Moon's anti-
pode (line projected from Moon's center through Earth's Center
fo the surface opposite the Moon) and the.effect of the Earth's
rotation upon the geographical location of the antipode. Aborsg
times would be selected for landing when the 165 degree west
longitude line crosses the antipode. The mid-Pacific recovery
line crosses the antipode once each 24 hours, and if a time-
critical situation forces an abort earlier than the selected
fixed abort times, landings would be targeted for the Atlantic
Ocean, West Pacific or Indian Ocean recovery lines in that order
of preference. When the spacecraft enters the Moon's sphere
of influence, a circumlunar abort becomes faster than an attempt
to return directly to Earth.

Lunar Orbit Insertion phase --

Early SPS shutdowns during the lunar orbit insertion
burn (LOI) are covered by three modes in the Apollo 11 mission.
All three modes would result in the CM landing at the Earth
latitude of the Moon antipode at the time the abort was per-
formed.

Mode I would be a LM DPS posigrade burn into an Earth-
return trajectory about two hours (at next pericynthion)
after an LOI shutdown during the first two minutes of the LOI
burn.

Mode II, for SPS shutdown between two and three minutes
after ignition, would use the LM DPS engine to adjust the orbit
to a safe, non-lunar impact trajectory followed by a second
DPS posigrade burn at next pericynthion targeted for the mid-

- Pacific recovery line.

Mode III, from three minutes after LOI ignition until
normal cutoff, would allow the spacecraft to coast through one
or two lunar orbits before doing a DPS posigrade burn at peri-
cynthion targeted for the mid-Pacific recovery line.

Lunar Orbit Phase --
If during lunar parking orbit it became necessary to

abort, the transearth injection (TEI) burn would be made early
and would target spacecraft landing to the mid-Pacific

-recovery line.

-more-—
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Transearth Injection phase --

Early shutdown of the TEI burn between ignition and

two minutes would
TEI burn would be
after two minutes
abort--restart of
trajectory. Both
landings near the
the TEI burn.

cause a Mcde III abort and a SPS posigrade
made at a later pericynthion. Cutoffs

TEI burn time would call for a Mode I

SP3 as soon gs possible for Earth-return
modes produce mid-Pacific recovery line
latitude of the antipode at the time of

Transearth Coast phase --

Adjustments of the landing point are possible during

the transearth cocast through burns with the SPS or the service
module RCS thrusters, but in general, these are covered in the
discussion of transearth midcourse corrections.
will be made later than 24 hours prior to entry to avoid effects

upon CM entry velocity and flight path angle.

-more-
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APCLLO 11 ONBOARD TELEVISION

Two television cameras will be carried aboard Apollo 11.
A color camera of the type used on Apollo 10 will be stowed
for use aboard the command module, and the black-and-white
Apolle lunar television camera will be stowed in the LM des-
cent stage for televising back to Earth a real-time record
of man's first step onto the Moon.

The lunar television camera weighs 7.25 pounds and draws
6.5 watts of 24-32 volts DC power. Scan rate is 10 frames-per-
second at 320 lines-per-frame. The camera body is 10.6 inches
long, 6.5 inches wide and 3.4 inches deep. The bayonet lens
mount permits lens changes by a crewman in a pressurized suit.
Two lenses, a wideangle lens for close-ups and large areas,
and a lunar day lens for viewing lunar surface features and
activities in the near field of wview with sunlight illumination,
will be provided for the lunar TV camera.

The black-and-white lunar television camera 1s stowed in
the MESA (Modular Equipment Stowage Assembly) in the LM descent
stage and will be powered up before Armstrong starts down the
LM ladder. When he pulls the lanyard to deploy the MESA, the
TV camera will also swing down on the MESA to the left of the
ladder (as viewed from LM front) and relay a TV picture of his
initial steps on the Moon. Armstrong later will mount the TV
camera on a tripod some distance away from the LM after Aldrin
has descended to the surface. The camera will be left untended
to cover the crew's activities during the remainder of the EVA,.

The Apollo lunar television camera is bullft by Westinghouse
Electric Corp., Aercspace Division, Baltimore, Md.

The color TV camera is a 1l2-pound Westinghouse camera

" with a zoom lens for wideangle or close-up use, and has a three-

ineh monitor which can be mounted on the camera or in the
command module. The c¢olor camera outputs a standard 525-line,
30 frame-per-second signal in color by use of a rotating color
wheel. The black-and-white signal from the spacecraft will

be converted to color at the Mission Control Center.

The following is a preliminary plan for TV passes based
upon a 9:32 a.m. EDT, July 16 launch.

-more=-
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APOLLO 11 PHOTOGRBAPHIC TASKS

Still and motion pictures will be made of most spacecraft
maneuvers as well as of the lunar surface and of crew activities
in the Apollo 11 cabin. During lunar surface activities after
lunar module touchdown and the two hour 40 minute EVA, emphasis
will be on photographic documentation of crew mobility, lunar
surface features and lunar material sample collection.

Camera equipment carried on Apollo 11 consists of one 70mm
Hasselblad electric camera stowed aboard the command mcdule,
two Hasselblad 70mm lunar surface superwide angle cameras stowed
aboard the IM and a 35mm sterec close-up camera in the LM MESA.

The 2.3 pound Hasselblad superwide angle camera in the LM
is fitted with a 38mm f/4.5 Zeiss Biogon lens with a focusing
range from 12 inches to infinity. Shutter speeds range from
time exposure and one second to 1/500 second. The angular field
of view with the 38mm lemns is 71 degrees vertical and horizontal
on the square-format film frame. :

The command module Hasselblad electric camera is normally
fitted with an 80mm f/2.8 Zeiss Planar lens, but bayonet-mount
£0mm and 250mm lens may be substituted for special tasks. The
80mm lens has a focusing range from three feet to infinity and
has a field of view of 38 degrees vertical and horizontal.

Stowed with the Hasselblads are such associated items as
a spotmeter, ringsight, polarizing filter, and film magazines.
Both versions of the Hasselblad accept the same type film
magazine. '

For motion pictures, two Maurer 16mm data acquisition
cameras .(one in the CSM, one in the LM) with variable frame
speed (1, 6, 12 and 24 frames per second) will be used. The
cameras each welgh 2.8 pounds with a 130-foot fllm magazine
attached. The command module 16mm camera will have lenses of
5, 18 and 75mm .focal length available, while the LM camera will
be fitted with the 18mm wideangle lens. Motion plcture camera
accessories include a right-angle mirror, a power cable and a
command module boresight window bracket.

-more-
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During the lunar surface extravehicular activity, the
commander will be filmed by the LM pilot with the LM 16mm
camera at normal or near-normal frame rates (24 and 12 fps),
but when he leaves the LM to join the commander, he will switeh
to a one frame-per-second rate. The camera will be mounted
inside the LM looking through the right-hand window. The 18mm
lens has a horizontal field of view of 32 degrees and a vertical
field of view of 23 degrees. At one fps, a 130-foot 16mm maga-
zine will run out in 87 minutes in real time; projected at the
standard 24 fps, the film would compress the 87 minutes to 3.6
minutes. -

Armstrong and Aldrin will use the Hasselblad lunar surface
camera extensively during their surface EVA to document each of
their major tasks. Additionally, they will make a 360-degree
overlapping panorama sequence of still photos of the lunar hori-
zon, photograph surface features in the immediate area, make
close-ups of geological samples and the area from which they
were collected and record on film the appearance and condition
of the lunar module after landing.

Stowed in the MESA is a 35mm stereo close-up camera which
shoots 24mm square color stereo palrs with an image scale of one-
half actual size. The camera is fixed focus and is eguipped
with a stand-off hood to position the camera at the proper focus
distance. A long handle permits an EVA crewman to position the
camera without stooping for surface object photography. Detail
as small as 40 microns can be recorded.

A battery-powered electronic flash provides illumination.
Film capacity is a minimum of 100 stereo pairs.

The stereo close-up camera will permit the Apollo 11 landing
crew to photograph significant surface structure phenomena which
would remain intact only in the lunar environment, such as fine
powdery deposits, cracks or holes and adhesion of particles.

Near the end of EVA, the film casette will be removed and

stowed in the commander's contingency sample container pocket
and the camera body will be left on the lunar surface.

-more-—
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LUNAR DESCRIPTION

Terrain - Mountalnous and crater-pitted, the fomer
rising thousands of feet and the latter ranging from a few
inches to 180 miles in diameter, The craters are thought
to be formed by the impact of meteorites. The surface is
covered with a layer of fine-gralilned material resembling
sllt or sand, as well as small rocks and boulders.

Environment - No air, no wind, and no moisture. The
temperature ranges from 243 degrees in the two-week lunar.
day to 279 degrees below zero in the two-week lunar might.,
Gravity is cone-sixth that of Earth, Micrometeorolds pelt the
Moon (there i1s no atmosphere to burn them up). Radiation
might present a problem during periods of unusual solar activity.

Dark Side - The dark or hidden side of the Moon no longer
13 a complete mystery., It was first photographed by a Russian
cralt and since then has been photographed many times, particu-
larly by NASA's Lunar Orbiter spacecraft and Apollo 8.

Origin - There is still no agreement among scientists
on the origin of the Moon. The three theories: (1) the Moon
once was part of Earth and split off into its own orbit, (2)
it evolved as a separate body at the same time as Earth, and
(3) it formed elsewhere in space and wandered until it was
captured by Earth's gravitational field, _

Physical Facts

‘Dlameter 2,160 miles (about & that of Earth)

Circumference 6,790 miles (about + that of Earth)

Distance from Earth 238,857 ﬁiles (mean; 221,463 minimum
to 252,710 maximum)

Surface temperature +243°F (Sun at zenith) -279°F (night)

Surface gravity 1/5 that of Earth

Mass 1/100th that of Earth

Volume 1/50th that of Earth

Iunar day and night 14 Earth days each

Mean velcclty in orbit 2,287 miles per hour

Escape veloclity 1.48 miles per second

- Month (period of rotation

around Earth) 27 days, 7 hours, 43 minutes

~HOore-
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Apollo Lunar Landing Sites

Possible landing sites for the Apollo lunar module have
been under study by NASA's Apollo Site Selection Board for more
than two years. Thirty sites originally were considered. These
have been narrowed down to three for the first lunar landing.
(Site 1 currently not considered for first landing.) -

Selection of the final sites was based on high resolution
photographs by Lunar Orblter spacecraft, plus close-up photos
and surface data provided by the Surveyor spacecraft which soff - .
landed on the Moon.

The ori 1nal'sites are located on the visible side of the
Moon within 45 degrees east and west of the Moon's center and
5 degrees north and south of 1ts equator.

The final site cholces were based on these factors:

*Smoothness (relatively few craters and boulders)

*approach (no large hills, high cliffs, or deep craters
that could cause lincorrect altitude signals to the lunar
module landing radar)

*Propellant requirements (selected sites require the least
expenditure of spacecraft propellants)

*Recycle (selected sites allow effective launch preparation
recycling if the Apollo Saturn V countdown is delayed)

*Free return (sites are within reach of the spacecraft
launched on a free return translunar trajectory)

*Slope (there is little slope -- less than 2 degrees in
the approach path and landing area)
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Site 2

Site 3

Site 5
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The Apollo 11 Landing Sites Are:

latitude 0° 42' 50" North
longitude 23° 42t 28" East

Site 2 is located on the east
central part of the Moon in soufth-
western Mar Tranguillitatis. The
site is approximately 62 miles
(100 kilometers) east of the rim
of Crater Sabine and approximately
118 miles (190 kilometers) south-
west of the Crater Maskelyne.

latitude 0° 21' 10" North
longitude 1° 17' 57" West

Site 3 is located near the center
of the visible face of the Moon

in the southwestern part of Sinus
Medii. The site is approximately
25 miles (40 kilometers) west of
the center of the face and 21 miles
(50 kilometers) southwest of the
Crater Bruce.

latitude 1° 40' 41" North
longitude 41e 53' 57" West

Site 5 is located on the west
central part of the visible face
in southeastern Oceanus Procel-
larum. The site is approximately
130 miles (210 kilometers) south-
west of the rim of Crater Kepler
and 118 miles (190 kilometers)
north northeast of the rim of
Crater Flamsteed.

-more-—




COMMAND AND SERVICE MODULE STRUCTURE, SYSTEMS

The Apollco spacecraft for the Apollo 11 mission is comprised
of Command Module 107, Service Module 107, Lunar Module 5, a
spacecraft-lunar module adapter (SLA) and a launch escape system.
The SLA serves as a mating structure between the instrument unit
atop the S-IVB stage of the Saturn V launch vehicle and as a
housing for the lunar module.

Launch Escape System (LES) —- Propels command module to
safety in an aborted launch. It is made up of an open-frame tower

structure, mounted to the command module by four frangible bolts, and

three solid-propellant rocket motors: s 147,000 pound-thrust launch
excape system motor, a 2,400-pound-thrust piteh control motor, and
a 31,500-pound-thrust tower jettison motor. Two canard vanes near
the top deploy to turn the command module aerodynamically to an
attitude with the heat-fhield forward. Attached to the base of
the launch escape tower is a boost protective cover composed of
resin impregnated fiberglass covered with cork, that protects the
command module from aerodynamic heating during boost and rocket
exhaust gases from the main and the Jettison motors. The system

is 33 feet tall, four feet in diameter at the base, and weighs
8,910 pounds.

Command Module (CM) Structure -- The basic structure of the
command ‘module is a pressure vessel encased in heat shields, cone-

shaped 11 feet 5 inches high, base diameter of 12 feet 10 inches, and

launch weight 12,250 pounds.

The command module consists of the forward compartment which
contains two reaction control engines and components of the Earth
landing system; the crew compartment or inner pressure vessel
containing crew accomodations, controls and displays, and many
of the spacecraft systems; and the aft compartment housing ten
reaction control engines, propellant tankage, helium tanks, water
fanks, and the CSM umbilical cable. The crew compartment contains
210 cubic feet of habitable volume.

Heat-shlelds around the three compartments are made of
brazed stainless steel honeycomb with an outer layer of phenolic
epoxy resin as an ablative material. Shield thickness, varying
according to heat loads, ranges from 0.7 inch at the apex to 2.7
inches at the aft end.

The spacecraft inner structure is of sheet-aluminum honey-
comb bonded sandwhich ranging in thickness from 0.25 inch thick
at forward access tunnel to 1.5 inches thick at base.

~more-—
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'CSM 107 and LM-5 are equipped with the probe-and-drogue
docking hardware. The probe assembly is a powered folding
coupling and impact attentuating device mounted on. the CM tunnel
that mates with a conical drogue mounted in the LM docking tunnel.
After the 12 automatie docking latches are checked following a
docking maneuver, both the probe and drogue assemblies are removed

from the vehicle tunnels and stowed to allow free crew transfer
between the CSM and LM.

Service Module (SM) Strucutre -- The service module is a
c¢ylinder 12 feet 10 inches in diameter by 2U feet 7 inches -high,.
For the Apollo 11 mission, it will welgh, 51,243 pounds at launch.
Aluminum honeycomb panels oné inech thick form the outer skin, and
milled aluminum radial beams separate the interior into six sections.
around. a central cylinder containing two helium spheres, four sections.
containing service propulsion system fuel-oxidizer tankage, another
containing fuel cells, cryogenic oxygen and hydrogen, and ohe
sector essentially empty.

Spacecraft-LM Adapter (SLA) Structure —- The spacecraft LM
adapter is a truncated cone 28 feet long tapering from 260 inches
diameter at the base to 154 inches at the forward end at the
service module mating line. Aluminum honeycomb 1.75 inches thick
is the stressed-skin structure for the spacecraft adapter. The
SLA welghs 4,000 pounds.

CSM Systems

Guidarice, Navigation and Control System {(GNCS) -- Measures
and controls spacecraft positicn, attitude, and veloelty, calculates
trajectory, controls spacecraft propulsion system thrust vector,
and displays abort data. The guidance system consists of three
subsystems: inertial, made up of an inertial measurement unit and -
associated power and data components; computer which processes
information to er from other components; and optics, including
seanning telecope ‘and sextant for celestial and/or landmark
spacecraft navigation. CSM 107 and subsequent modules are equipped
with a VHF ranging device as a backup to the LM rendezvous radar.

Stabilization and Contirol Systems {SC3) -- Controls space-
<raft rotation, translation, and thrust vector and provides displays
for crew-initiated maneuvers; backs up the guidance system. It
has three subsystems; attitude reference, attitude control, and
thrust vector control. I - :

Service Propulsion System {(SPS) -- Provides thrust for large
spacecraft veloelty changes through a gimbal-mounted 20,500-pouna-
thrust hypergolic engine using a nitrogen tetroxide oxidizer and a
50-50 mixture of unsymmetrical dimethyl hydrazine and hydrazine fuel.
This system is in the service module. The system responds to auto-
matic firing commands from the guldance and navigation system or to
manual commands from the crew. The engine provides a constant
thrust level. The stabilization and control system gimbals the
engine to direect the thrust vector through the spacecraft center of
gravity.
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Telecommunications System -- Provides voice, television, tele-
metry, and command data and tracking and ranging between the space-
craft and Earth, between the command module and the lunar module '
and between the spacecraft and the extravehlcular astronaut. It
also provides intercommunications between astronauts. The tele-
communications system consists of pulse code modulated telemetry
for relaying to Manned Space Flight Network stations data on space- :
craft systems and crew condition, VHF/AM voice, and unified S-Band
tracking transponder, alr-to-ground voice communications, onboard
television, and a VHF recovery beacon. Network statlions can transmit -
to the spacecraft such items as updates to the Apolle guidance
computer and central timing equlpment and real-time commands for
certain onboard functions. ' :

The high-gain steerable S-Band antenna consists of four,
31l-inch~diameter parabolic dishes mounted on a folding boom at
the aft end of the service module. Nested alongside the service
propulsion system engine nozzle until deployment, the antenna
swings out at right angles to the spacecraff longitudinal axis,
wlith the boom polnting 52 degrees below the heads-up horizontal.
Signals from the ground stations can be tracked either automatically
or manually with the antenna's gimballing system. Normal S-Band
volce and uplink/downlink communications will be handled by the
omni and high-gain antennas.

Sequential System -~ Inferfaces with other spacecraft systems
and subsystems to initiate time critical functions during launch,
docking maneuvers, sub-orbital aborts, and entry portions of a
mission. The system also controls routine spacecraft sequencing
such as service module separation and deployment of the Earth land-
ing system.

Emergency Detection System (EDS) -- Detects and displays to
the crew launch vehicle emergency conditions, such as excessive
piteh or roll rates or two engines out, and automatically or
manually shuts down the booster and activates the launch escape
system; functions until the spacecraft is in orbit.

Earth Landing System (ELS) -- Includes the drogue and main
parachute system as well as post-landing recovery aids. 1In a
normal entry descent, the command module forward heat shield
is Jettisoned at 24,000 feet, permitting mortar deployment of
two reefed 16.5-foot diameter drogue parachutes for orienting
and decelerating the spacecraft. After disreef and drogue release,
three mortar deployed pilot chutes pull out the three main 83.3-
foot diameter parachutes with two-stage reefing to provide gradual
inflation in three steps. Two main parachutes out of three can
provide a safe landing.

-more-~
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Reaction Control System (RCS) -- The command module ard the
service module each has its own independent system. The SM RCS
has four identical RCS "quads" mounted around the SM 90 degrees’
apart. FEach quad has four 100 pound-thrust engines, two fuel and -
two oxidizer tanks and a helium pressurization sphere. The SM

'RCS provides redundant spacecraft attitude control through cross-

coupling logic inputs from the stabilization and guldance systems:
Small velocity change maneuvers can also be made with the SN RCS.

The CM RCS consists of two independent six-engine subsystems

of six 93 pound-thrust engines each. Both subsystems are activated
just prior to CM separation from the SM: one is used for spacecraft
attitude control during entry. The other serves in standby as a _
backup. Propellants” for both CM and SM RCS are monomethyl hydrazine
fuel and nitrogen tetroxide oxidizer with hellum pressurization.
These propellants are hypergolic, i.e., they burn spontanecusly

when combined without an igniter.

Electrical Power System (EPS) -- Provides electrical energy
sources, power generation and control, power conversion and condition-
ing, angd power distribution to the spacecraft throughout the mission.
The EPS also furnishes drinking water to the astronauts as a by-
product of the fuel cells. The primary source of electrical power
is the fuel cells mounted in the SM. Each cell consists of a hydrogen
compartment, an oxygen compartment, and two electrodes. The cryogenic
gas storage system, also located in the SM, supplies the hydrogen
and oxygen used in the fuel cell power plants, as well as the oxygen
used in the ECS.

Three silver—-zinc oxide storage batteries supply power to the
CM during entry and after landing, provide power for seguence con-
trollers, and supplement the fuel cells during periods of peak
power demand. These batteries are located in the CM lower equip-
ment bay. A battery charger is located in the same bay to assure
a full charge prior to entry.

Two other silver—zinc oxide batteries, independent of and
completely isolated from the rest of the dc¢ power system, are used
to supply power for explosive devices for CM/SM separation,
parachute deployment and separation, third-stage separation, launch
excape system tower separation, and other pyrotechnic uses.

Environmental Control System (ECS) -- Controls spacecraft
atmospnere, pressure, and temperature and manages water. In
addition to regulating cabin and sult gas pressure, temperature
and humidity, the system removes carbon dicxide, odors and
particles, and ventilates the cabin after landing. It collects and
stores fuel cell potable water for crew use, supplies water to the
glycol evaporators for cooling, and dumps surplus water overboard
through the urine dump valve. Proper operating temperature of
electronics and electrical equipment is maintained by this system
through the use of the cabin heat exchangers, the space radiators,
and the glycol evaporators.

~inore-—
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Recovery aids include the uprighting system, swimmer inter-
phone connections, sea dye marker, flashing beacon, VHF recovery
beacon, and VHF transceiver. The uprighting system consists of
three compressor-inflated bags to upright the Spacecraft if it
should land in the water apex down (stable II position).

Caution and Warning System -- Monitors spacecraff systems for
ocut-of-tolerance conditions and alerts crew by visual and audible
alarms so that crewmen may trouble-shoot the problem, '

Controls and Displays -- Provide readouts and control functions
of all other spacecraft systems in the command and service modules.
All controls are designed to be operated by crewmen in pressurized

suits. Displays are grouped by system and located according to the
frequency the crew refers to them.

—nore-—
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LUNAR MODULE STRUCTURES, WEIGHT

The lunar module is a two-stage vehicle designed for
space operations near and on the Moon. The IM is incapable
of reentering the atmosphere. The lunar module stands 22

feet 11 inches high and is 31 feet wide (diagonally across
landing gear). _ _

Joined by four explosive bolts and umbilicals, the as-
cent and descent stages of the IM operate as a unit until
staging, when the ascent stage functions as a single space-
craft for rendezvous and docking with the CSM.

Ascent Stage

. Three main sections make up the ascent stager the crew
compartment, midsection, and aft equipment bay. Only the
crew compartment and midsection are pressurized (4.8 psig;
337.4 gm/sq cm) as part of the IM cabin; all other sections
of the IM are unpressurized. The cabin volume is 235 cubie
feet (6.7 cubic meters). The ascent stage measures 12 feet
k inches high by 14 feet 1 inch in dlameter.

Structurally, the ascent stage has six substructural
areas: crew compartment, midsection, aft equipment bay, thrust

chamber assembly cluster supports, antenna supports and thermal
and micrometeoroid shield. '

The cylindrical crew compartment is a semimonocogque
structure of machined longerons and fusion-welded aluminum sheet
and is 92 inches (2.35 m) in diameter and 42 inches (1.07 m)
deep. Two flight stations are equipped with control and dis~
play panels, armrests, body restraints, landing aids, two front
windows, an overhead docking window, and an alignment optical
telescope in the center between the two flight stations. The
habitable volume is 160 cubic feet.

Two triangular front windows and the 32-inch (0.81 m)

sguare inward-opening forward hatch are in the crew compartment
front face, :

External structural beams support the crew compartment
and serve to support the lower Interstage mounts at their
lower ends. Ring-stiffened semimonccoque construction is em-
Ployed in the midsection, with chem-milled aluminum skin over
fusion-welded longerons and stiffeners. Fore-and-aft beams
across the top of the midsection join with those running acroas
the top of the cabin to take all ascent stage stress loads and,
in effect, 1solate the cabin from stresses. :

~oreg -
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The ascent stage engine compartment is formed by two
beams running across the lower midsection deck and mated
to the fore and aft bulkheads. Systems located in the
midsection include the LM guidance computer, the power and
servo assembly, ascent engine propellant tanks, RCS pro-
pellant tanks, the environmental control system, and the
waste management section.

A tunnel ring atop the ascent stage meshes with the
command module docking latch assemblies. During docking,
the CM docking ring and latches are aligned by the LM
drogue and the CSM probe.

The docking tunnel extends downward 1nto the midsection
16 inches (40 cm). The tunnel is 32 inches (0.81 em) in dia-
meter and is used for crew transfer between the CSM and LM.
The upper hatch on the inboard end of the docking tunnel
hinges downward and cannot be opened with the LM pressurized
and undocked. _ _

A thermal and micrometeoroid shield of multiple layers _
of mylar and a single thickness of thin aluminum skin encases
the entire ascent stage structure,

Descent Stage

The descent stage consists of a cruciform load-carrying
structure of two pairs of parallel beams, upper and lower decks,
and enclosure bulkheads -- all of conventional skin-and-stringer
aluminum alloy constructlon. The center compartment houses
the descent engine, and descent propellant tanks are housed
in the four square bays around the engine. The descent stage
measures 10 feet 7 inches high by 14 feet 1 inch in dlameter.

Four-legged truss outriggers mounted on the ends of each
palr of beams serve as SLA attach points and as "knees" for the
landing gear main struts,

Triangular bays between the main beams are enclosed into
Quadrants housing such components as the ECS water tank, helium
tanks, descent engine control assembly of the guidance, navi-
gation and control subsystem, ECS gaseous oxygen tank, and
batteries for the electrical power system. Like the ascent
stage, the descent stage 1s encased in the mylar and aluminum
alloy thermal and micrometeoroid shield.

The LM external platform, or "porech", is mounted on the
forward outrigger just below the forward hatch. A ladder ex-
tends down the forward landing gear strut from the porch for
crew lunar surface operations.

-more -
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In a retracted position until after the crew mans the
IM, the landing gear struts are explosively extended and
provide lunar surface landing impact attenuation. The main
struts are filled with crushable aluminum honeycomb for
absorbing compression loads. TFootpads 37 inches (0.95 m) in
diameter at the end of each landing gear provide vehicle
"floatation" on the lunar surface. :

Each pad {except forward pad) is fitted with a lunar-
surface sensing probe which signals the crew to shut down
the descent engine upon contact with the lunar surface,

LM-5 flown on the Apollo 11 mission will have a launch
weight of 33,205 pounds. - The weight breakdown is as follows:

Ascent stage, dry 4,804 1bs. Includes water
_ _ and oxygen; no
Descent stage, dry 4,483 1bs. - crew

RCS propellants (loaded) 604 1bs.

DPS propellants (loaded) 18,100 1bs.

APS propellants (loaded) 5,214 1bs.

33,205 1b$,

Lunar Module Systems

Electrical Power System -- The LM DC electrical system
conglsts of six silver zinc primary batteries -- four in the ’
descent stage and two In the ascent stage, each with 1its own
electrical control assembly (ECA). Power feeders from all
primary batteries pass through circuilt breakers to energize
the LM DC buses, from which 28-volt DC power 1d distributed
through cirecult breakers to all IM systems, AC power
(117v 400Hz) is supplied by two inverters, either of which can
supply spacecraft AC load needs to the AC buses.

Environmental Control System -- Consists of the atmosphere
revitalization sectlion, oxygen supply and cabin pressure control
sectlon, water management, heat tranaport section, and outlets
for oxygen and water servicing of the Portable Life Support
System (PLSS). - '

-nore -




~104-

Components of the atmosphere revitalization section are
the sult circuit assembly which cools and ventilates the
pressure garments, reduces carbon dioxide levels, removes
odors, noxious gases and excessive moisture; the cabin re-
circulation assembly which ventilates and controls cabin
atmosphere temperatures; and the steam flex duct which vents
to space steam from the sult circult water evaporator.

The oxygen supply and cabin pressure sectlon supplies
gaseous oxygen to the atmosphere revitalization section for
malntaining suit and cabin pressure. The descent stage
oxygen supply provides descent flight phase and Junar stay
oxygen needs, and the ascent stage oxygen supply provides
oxygen needs for the ascent and rendezvous flight phase.

Water for drinking, cooling, fire fighting, food pre-
paration, and refilling the PLSS coollng water servicing
tank is supplied by the water management sectiocn., The water
is contained in three nitrogen-pressurized bladder-type tanks,
one of 367-pound capaclity in the descent stage and two of
47.5-pound capacity in the ascent stage.

The heat transport section has primary and secondary
water-glycol solution coolant loops. The primary coolant
loop circulates water-glycol for temperature control of cabin
and sult clrcult oxygen and for thermal control of batteries
and electronic components mounted on cold plates and ralls,
If the primary loop becomes inoperative, the secondary loop
circulates coolant through the ralls and cold plates only.
Suit eilrcult cooling during secondary coolant loop operation
is provided by the suif loop water boiler. Waste heat from
both loops is vented overboard by water evaporation or sub-
limators.

Communlcation System -- Two S-band transmitter-recelvers,
two VHF tranzsmitter-recelvers, a slignal processling assembly,
- and associated spacecraft antenna make up the IM communications
system., The system transmits and receives volce, tracking
- and ranging data, and transmits telemetry data on about 270
measurements and TV signals to the ground. Voice communica-
‘tions between the LM and ground stations is by S-band, and
- between the IM and CSM voice is on VHF,

~more -
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Although no real-time commands can be sent to IM-5 and
subsequent spacecraft, the digital uplink is retained to pro-
cess guidance officer commands transmitted from Mission Control
Center to the LM guidance computer, such as state vector updates.

The data storage electronics assembly (DSEA) is a four-.
channel voice recorder with timing signals with a 1O-hour
recording capacity which will be brough back into the CSM
for return to Earth. DSEA recordings cannot be "dumped" to
ground. stations. ‘

LM antennas are one 26~inch diameter parabolic S-band
steerable antenna, two S-band inflight antennas, two VHF
inflight antennas, and an erectable S-band antenna (optional)
for lunar surface.. ' :

Guidance, Navigation and Control System -- Comprised of
six sections: primary guldance and navigation section (PGNS),

abort guldance section (AGS), radar section, control electronics
section (CES), and orbital rate drive electronics for Apollo
and IM (ORDEAL).

# The PGNS is an aided inertlal guldance system updated
by the alignment optical telescope, an inertial measurement
unit, and the rendezvous and landing radars. The system pro-
vides inertial reference data for computations, produces
inertial alignment reference by feeding optical sighting data
into the LM guidance computer, displays position and velocity
data, computes LM-CSM rendezvous data from radar inputs, con-
trols attitude and thrust to maintain desired LM trajectory,
and controls descent engine throttling and gimbaling.

The IM-5 guidance computer has the Luminary IA software
program for processing landing radar altitude and velocity
information for lunar landing. IM-4, flown on Apollo 10, did
not have the landing phase in its guidance computer Luminary I
program. _ -

#* The AGS is an independent backup system for the PGNS,
having its own inertial sensors and computer, ’

% The radar section is made up of the rendezvous radar
which provides CSM range and range rate, and line-of-sight
angles for maneuver computation to the IM guidance computer;
the landing radar whiech provide altitude and velocity data to the

1M guidance computer during lunar landing. The rendezvous radar
has an operating range from 80 feet to 400 nautical miles.

The range transfer tone assembly, utilizing VHF electronics,
is a passive responder to the CSM VHF ranging device and 1s a
backup to the rendezvous radar.

~more-
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* The CES controls LM attitude and translation about all
axes. It alsc controls by PGNS command the automatic operation .
of the ascent and descent englnes, and the reaction control
thrusters. - Manual attitude controller and thrust-translation
controller commands are also handled by the CES, S

~* ORDEAL, displays on the flight director attitude in-
dicator, 1s the computed local vertical in the pitch axis
during circular Earth or lunar orbits.

Reaction Control System -- The IM has four RCS engine
.clusters of four 100-pound (45.4 kg) thrust engines each which
use helium-pressurized hypergolic propellants. The oxidizer
is nitrogen tetroxide, fuel is Aerozine 50 (50/50 blend of
hydrazine and unsymmetrical dimethyl hydrazine). Propellant
plumbing, valves and pressurizing components are in two
parallel, independent systems, each feeding half the engines
in each cluster. Either system is capable of maintaining
attltude alone, but if one supply system falls, a propellant
crossfeed allows one system to supply all 16 engines.
Addltionally, interconnect valves permit the RCS system to
draw from ascent engine propellant tanks.

The engine clusters are mounted on outriggers 90 degrees
apart on the ascent stage.

The RCS provides small stabilizing impulses during ascent
and descent burns, controls IM attitude during maneuvers, and
produces thrust for separation, and ascent/descent engine tank
ullage. The system may be operated in either the pulse or
8teady-atate modes.

Descent Propulsion System -~ Maximum rated thrust of the
descent engine 1s 9,870 pounds (4,380.9 kg) and is throttleable
between 1,050 pounds (476.7 kg) and 6,300 pounds (2,860.2 kg).
The engine can be gimbaled six degrees in any direction in .
response to attltude commands and for offset center of gravity
trimming. Propellants are helium-pressurized Aerozine 50 and
nitrogen tetroxide.

Ascent Propulsion System -- The 3,500-pound (1,589 kg)
thrust ascent engine is not gimbaled and performs at full
thrust. The engine remains dormant until after the ascent
stage separates from the descent stage. Propellants are the
same as are burned by the RCS engines and the descent engine,

Caution and Warning, Controls and Displays -- These t{wo
systems have the same function aboard The lunar module as they
do aboard the command module. (See CSM systems section.)

~-more-
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Tracking and Docking Lights ~- A flashing tracking 1light
(once per second, 20 miliiseconds duration) on the front face
of the lunar module is an aid for contingency CSM-active
rendezvous IM rescue. Visibility ranges from 400 nautlcal
miles through the CSM sextant to 130 miles with the naked eye.
Five docking lights analagous to aircraft running lights are
mounted on the IM for CSM-active rendezvous: two forward
yellow lights, aft white light, port red light and starboard
green light, All docking lights have about a 1,000~-foot
vigibllity. _

~-more-
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SATURN V LAUNCH VEHICLE DESCRIPTION AND OPERATION

The Apollo 11 spacecraft will be boosted into Earth orbit
and then onto a lunar trajectory by the sixth Saturn V launch
vehicle. The 281-foot high Saturn V generates enough thrust to
blace a 125-ton payload into a 105 nm Earth orbit or boost zbout
50 tons to lunar orbit. :

The Saturn V, developed by the NASA-Marshall Space Flight Center,
underwent research and development testing in the "all-up" mode.
From the first launch all stages have been live. This has resulted
in "man rating" of the Saturn V in two launches. The third Saturn V
(AS-503) carried Apollc 8 and its crew on a lunar orbit mission.

Saturn V rockets were launched November 9, 1967, April 4, 1968,
December 21, 1968, March 3, 1969, and May 18, 1969. The first two
space vehicle were unmanned; the last three carried the Apollo 8, 9
and 10 crews, respectively.

Launch Vehicle Range Safety Provisions

In the event of an imminent emergency during the launch .
vehlcle powered flight phase 1t could become necessary to abort the
mission and remove the command module and crew from immediate danger.
After providing for crew safety, the Range Safety Offlcer may take
further action if the remaining intact vehicle constitutes a hazard
to overflown geographic areas. Each launch vehicle propulsive stage
is equipped with a propellant dispersion system to terminate the
vehicle flight in a safe location and disperse propellants with a
minimized ignition probability. A transmitted ground command shuts
~down all engines and a second command detonates explosives which
open the fuel and oxidizer tanks enabling the propellants to disperse.
On each stage the tank cuts are made in non-adjacent areas to
minimize propellant mixing. The stage propellant dispersion systems
are safed by ground command. '

=more-—
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SATURN V LAUNCH VEHICLE

i 'SPACECRAFT 82 FT.

SATURN V LAUNCH VEHICLE 28I FT.

)
=

SM

LM 1 INSTRUMENT

" UNIT
THIRD STAGE
(S-1VB)

SECOND STAGE
(S-1)

FIRST STAGE
{(S-IC)

FIRST STAGE (5-1C}

DIAMETER 33 FEET

HEIGHT 138 FEET :

WEIGHT 5,022,674 LBS, FUELED -
288,750 LBS. DRY -

ENGINES.——— FIVE F-!

PROPELLANTS__ LIQUID OXYGEN (3,307,855 LBS.,

THRUST 7,653,854 LBS. AT LIFTOFF

346,372 GALS.) RP-I (KEROSENE)
- (1,426,069 18S., 212,846 GALS.)

SECOND STAGE (S-11)

DIAMETER 33 FEET
HEY{GHT_— - 81.5 FEET
WEIGHT____ 1,059,171 LBS. FUELED
79,918 1BS. DRY
" ENGINES —_ FIVE J-2

PROPELLANTS ___LIQUID OXYGEN {821,022 LBS.,

THRUST____ . 1,120,216 TO 1,157,707 LBS.
INTERSTAGE — 1,353 (SMALL)

85,973 GALS.) LIQUID HYDROGEN
(158,221 1BS., 282,555 GALS.)

8,750 (LARGE)

THIRD STAGE (S-1VB)

DIAMETER 21.7 FEET

HESGHT— . 58.3 FEET

WEIGHT_ 260,523 LBS. FUELED
25,000 LBS. DRY

ENGINES— _ONE J-2

PROPELLANTS __LIQUID OXYGEN (192,023 LBS.,

INTERSTAGE .— 8,081 LBS.

20,107 -GALS.} LIQUID HYDROGEN
' (43,500 LBS., 77,680 GALS.)
THRUST 178,181 TO 203,779 LBS.

INSTRUMENT UNIT

DIAMETER 21.7 FEET
HEIGHT— 3 FEET"
WEIGHT 4,306 LBS.

NOTE: WEIGHTS AND MEASURES GIVEN ABOVE ARE FOR THE NOMINAL VEHICLE CONFIGURATION
FOR APOLLO 11. THE FIGURES MAY VARY SLIGHTLY DUE TO CHANGES BEFORE LAUNCH TO MEET
CHANGING CONDITIONS. WEIGHTS NOT INCLUDED IN ABOVE ARE FROST AND MISCELLANEQUS

SMALLER 1ITEMS.

-HOTe-
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SPACE VEHICLE WEIGHT SUMMARY {pounds)

Event

Wt. Chg. Veh. Wt.
At ignition S 6,484,280
Thrust buildup propellant used 85,745
At first motion : 6,338,535
S-IC frost 650
S-IC nitrogen purge 37
S-I1 frost 4590
S-IT insulation purge gas 120
S-IVB frost 200
Center engine decay propellant used 2,029
Center engine expended propellant - boe
S-I1C mainstage propellant used 4,567,690
Outboard engine decay propellant used 8,084
S-IC stage drop weight 363,425
S-IC/S-IT small interstage 1,353
S-1I ullage propellant used 73
At S-IC separation 1,454,014
S-IT thrust buildup propellant used 1,303
S5-I start tank 25
S-II ullage propellant used 1,288
5-IT1 mainstage propellant and venting 963,913
Launch escape tower 8,930
5-I1 aft interstage 8,750
S-I1 thrust decay propellant used 480
S-IT stage drop weight 94,140
S-IT1/3-IVB interstage 8,081
S-IVB aft frame dropped 48
S5-IVB detonator package 3
At S-II/S-IVB separation 367,053
S-IVB ullage rocket propellant 96
At S-IVB ignition 366,957
S-IVB ullage propellant 22
S-IVB hydrogen in start tank 4
Thrust buildup propellant 436
S-IVB mainstage propellant used 66,796
S-IVB ullage rocket cases 135
S-IVB APS propellant 2
At first S-IVB cutoff signal 299,586
Thrust decay propellant used 89
APS preopellant (ullage) 5
Engine propellant lost 30
At parking orbit insertion 299,562
Fuel tank vent 2,879
APS propellant © 235
Hydrogen in start tank 2
02/H2 burner 16
LOX tank vent he

S-IVB fuel lead loss - .
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Event Wt. Chg. . Veh. Wt.
At second S-IVB ignition 296,379
S-IVB hydrogen in start tank 4
Thrust buildup propellant 569
S-IVB mainstage propellant used 164,431
APS propellant used 8
At second S-IVB cutoff signal 139,533
Thrust decay propellant used 124
Engine propellant lost 4o
At ftranslunar injection 139,369

. =lmore-
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First Stage

The 7.6 million pound thrust first stage (S-IC) was developed
Jointly by the Natlonal Aeronautics and Space Administration's
Marshall Space Flight Center and the Boeing Co. '

The Marshall Center assembled four S-IC stages: a structural
test model, a static test version, and the first two flight stages.
Subsequent flight stages are assembled by Boeing at the Michoud
Assembly PFacility, New Orleans. .

The S-IC for the Apollo 11 mission was the third flight
booster tested at the NASA-Mississippi Test Facility. The first
S-IC test at MIF was on May 11, 1967, the second on August 9, 1967,
and the third--the booster for Apollo ll--was on August 6, 1968.
Earlier flight stages were static fired at the Marshall Center.

The booster stage stands 138 feet high and is 33 feet in
diameter. Major structural components lnclude thrust structure,
fuel tank, intertank structure, oxidizer tank, and forward skirt.
Its five engines burn kerosene (RP-1) fuel and liquid oxygen. The
stage weighs 288,750 empty and 5,022,674 pounds fueled.

Normal propellant flow rate to the five F-1 englnes 1s
29,364.5 pounds (2,230 gallons) per second. Four of the engines
are mounted on a ring, at 90 degree intervals. These four are
gimballed to control the rocket's direction of flight. The fifth
engine is mounted rigidly in the center. .

Second Stage

The Space Division of North American Rockwell Corp. builds
the 1 million pound thrust S-II stage at Seal Beach, California.
The 81 foot 7 inch long, 33 foot diameter stage is made up of the
forward skirt to which the third stage attaches, the liquid hydro-
gen tank, liquid oxygen tank (separated from the hydrogen tank by
an insulted common bulkhead), the thrust structure on which the
engines are mounted, and an interstage sectlon to which the first
stage attaches.

Five J-2 engines power the S-II, The outer four engines
are equally spaced on a 17.5 foot dlameter cirecle. These four
englines may be gimballed through a plus or minus seven-degree
square pattern for thrust vector control. As on the first stage,
the center engine (number 5) is mounted on the stage centerline
and is fixed in position.

The second stage (S-II), like the third stage, uses high

performance J-2 engines that burn liquid oxygen and liquid hydrogen.
The stage's purpose is to provide stage boost almost to Earth orbit.

-more-
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The S-II for Apollo 11 was static tested by North American
Rockwell at the NASA-Mississippi Test Facility on September 3, 1968.
This stage was shipped to test site via the Panama Canal for the
test firing. ' ' '

Third Stage

The third stage (S-IVB) was developed by the McDonnell Douglas
Astronautics Co. at Huntington Beach, Calif. At Sacramento, Calif.,
the stage passed a static firing test on July 17, 1968, as part of
Apollo 11 mission preparation. The stage was flown directly to the
NASA-Kennedy Space Center by the special aireraft, Super Guppy.

Measuring 58 feet 4 inches long and 21 feet 8 inches in dia-
meter, the S-IVB welghs 25,000 pounds dry. At first ignition, it
weighs 262,000 pounds. The interstage section weighs an additional
8,081 pounds. ' : : '

The fuel tanks contain 43,500 pounds of liguid hydrogen and
192,023 pounds of 1liquid oxygen at first ignition, totalling ‘
235,523 pounds of propellants. Insulation between the two tanks
is necessary because the liquid oxygen, at about 293 degrees below
zero Fahrenhelt, is warm enough, relatively, to rapidly heat the
ligquid hydrogen, at 423 degrees below zero, and cause it to turn
to gas. The single J-2 engine produces a maximum 230,000 pounds of
thrust. The stage provides propulsion twice during the Apollo 11

mission.

Instrﬁment Unit

The instrument unit (IU) is a cylinder three feet high and 21 °
feet 8 inches in diameter. It weighs 4,306 pounds and contains the

guidance, navigation and control equipment to steer the‘vehiqle
through its Earth orbits and into the final translunar injection'

_maneuver.

‘The IU also contains telemetry, communications, tracking, and

crew safety systems, along with its own supporting -electrical power
and environmental control systems. ' '

Components making up the "hrain' of the Saturn V are mounted
on cooling panels fastened to the inside surface of the instrument
unit skin. The "cold plates" are part of a system that removes
heat by circulating cooled fluid through a heat exchanger that
evaporates water from'a separate supply into the vacuum of space.

The six major systems of the instrument unit are stfﬁctural,_

thermal control, guidance and control, measuring and telemetry,
radio frequency, and electrical. ' ' : . o : :

. —more-
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The instrument unit provides navigation, guidance, and
control of the vehicle: measurement of the vehicle performance
and environment; data transmission with ground stations; radio
Etracking of the vehicle; checkout and monitoring of vehicle
functions; initiation of stage functional sequencing; detection
of emergency situations; generation and network distribution of
electric power system operation; and preflight checkout and launch
and flight operations. -

A path-adaptive guidance scheme is used in the Saturn V
instrument unit. A programmed trajectory is used during first .
stage boost with guidance beginning only after the vehicle has
left the atmosphere. This is to prevent movements that might
cause the vehicle to break apart while attempting to compensate for
Wwinds, jet streams, and gusts encountered in the atmosphere.

If after second stage ignition the vehicle deviates from the
optimum trajectory in climb, the vehicle derives and corrects to a
new trajectory. Calculations are made about once each second
throughout the flight. The launch vehicle digital computer and
data adapter perform the navigation and guidance computations and
the flight control computer converts generated attitude errors into
control commands. '

The ST-124M inertial platform--the heart of the navigation,
guidance and control system-~provides space-fixed reference coordin-
ates and measures acceleration along the three mutually perpendic-— -
ular axes of the coordinate system. If the inertial platform fails .
during boost, spacecraft systems continue guidance and control
functions for the rocket. After second stage ignition the crew
can manually steer the space vehicle.

International Business Machines Corp., is prime contractor
for the instrument unit and is the supplier of the guidance signal
processor and guidance computer. Major suppliers of instrument
unit components are: Electronic Communications, Inec., control
computer; Bendix Corp., ST-124M inertial platform; and IBM Federal
Systems Division, launch vehicle digital computer and launch vehicle
data adapter.

Propulsion

The 41 rocket engines of the Saturn V have thrust ratings
ranging from 72 pounds to more than 1.5 million pounds. Some
engines burn liquid propellants, others use solids.

The five F-1 engines in the first stage burn RP-1
(kerosene)} and liquid oxygen. Engines in the first stage develop
approximately 1,530,771 pounds of thrust each at liftoff, building -
up to about 1,817, pounds before cutoff. The cluster of five
engines gives the first stage a thrust range of from 7,653,854
rounds at 1iftoff to 9,088,419 pounds just before center engine
cutoff,

—more-
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The F-1 engine weighs almost 10 tons, is more than 18 feet
high and has a nozzle-exit diameter of nearly 14 feet. The F-1.
undergoes static testing for an average 650 seconds in qualifying
for the 160--second run during the Saturn V first stage booster phase.
The engine consumes almost three tons of propellants per second.

The first stage of the Saturn V for this mission has eight
other rocket motors. These are the solid-fuel retrorockets which
will slow and separate the stage from the second stage. Each
rocket produces a thrust of 87,900 pounds for 0.6 second.

The main propulsion for the second stage is a cluster of
five J-2 engines burning liquid hydrogen and liquid oxygen.
Each engine develops a mean thrust of more than 227,000 pounds
at 5:1 mixture ratio (variable from 224,000 to 231,000 in phases
of this flight), giving the stage a total mean thrust of more
than 1.135 million pounds.

Designed to operate in the hard vacuum of space, the 3,500~
pound J-2 is more efficient than the F-1 because it burns the
high-energy fuel hydrogen. F-1 and J-2 engines are produced
by the Rocketdyne Division of North American Rockwell Corp.

The second stage has four 21,000-pound-thrust solid fuel
roeket engines. These are the ullage rockets mounted on the
S-TC¢/S-I1 interstage section. These rockets fire to settle liquid
propellant in the bottom of the main tanks and help attain a
"clean" separation from the first stage; they remain with the
interstage when it drops away at second plane separation. Four

retrorockets are located in the S-IVB aft interstage (which never

separates from the S-II) to separate the S-II from the S-IVB prior
to S-IVB ignition.

Eleven rocket engines perform various functions on the third
stage. A single J-2 provides the main propulsive force; there are
two jettisonable main ullage rockets and eight smaller engines in
the two auxiliary propulsion system modules. h :

Launch Vehiecle Instrumentation and Communication

A total of 1,348 measurements will be taken in flight on the
Saturn V launch vehicle: 330 on the first stage, 514 on the second
stage, 283 on the third stage, and 221 on the instrument unit.

Telemetry on the Saturn V includes FM and PCM systems on the
S-IC, two FM and a PCM on the S-II, a PCM on the 3--IVB, and. an
FM, a PCM and a CCS on the IU. Each propulsive stage has a
range safety system, and the IU has C-Band and command systems.

Note:

FM (Frequency Modulated) PCM (Pulse Code Modulated) CCS (Command
Communications System)

=-more-—



S3-IVB Restart

‘The third stage of the Saturn V rocket for the Apollo mission
will burn twice in space. The second burn places the spacecraft
on the translunar trajectory. The first opportunity for this burn
is at 2 hours 44 minutes and 15 seconds after launch.

The primary pressurization system of the propellant tanks
for the S~IVB restart uses a helium heater. In this system, nine
helium storage spheres in the liquid hydrogen tank contain gaseous
helium charged to about 3,000 psi. This helium is passed fthrough
the heater which heats and expands the gas before it enters the
propellant tanks. The heater operates on hydrogen and oxygen gas
from the main propellant tanks.

The backup system consists of five ambient helium spheres
mounted on the stage thrust structure. This system, controlled by
the fuel re-pressurization control module, can repressurize the
tanks in case the primary system fails. The restart will use the
primary system. If that system fails, the backup system will be used.

Differences in Launch Vehicles for Apollo 10 and Apollo 11

- The greatest difference between the Saturn V launch vehicle
for Apollec 10 and the one for Apollo 11 is in the number of
instrumentation measurements planned for the flight. Apollo 11
wlll be flying the operational configuration of instrumentation.
Most research and development instrumentation has been removed,
reducing the total number of measurements from 2,342 on Apollo 10
to 1,348 on Apollo 11. Measurements on Apollo 10, with Apollo 11
measurements in parentheses, were: S-IC, 672 (330); S-II,

980 (514); S-IVB, 386 (283); and IU, 298 (221).

The center engine of the S-II will be cut off early, as
was done during the Apollo 10 flight, to eliminate the longitudinal
oscillations reported by astronauts on the Apollo 9 mission.
Cutting off the engine early on Apollo 10 was the simplest and
quickest method of solving the problem.

=more-
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APOLLO 11 CREW

Iife Support Equipment - Space Suits .

Apollo 11 crewmen will wear two versions of the Apollo
space suit: an intravehicular pressure garment assembly
worn by the command module pilot and the extravehlcular pres-
sure garment assembly worn by the commander and the lunar
module pilot. Both versions are basically identical except
that the extravehicular version has an integral thermal/
meteoroid garment over the basic suilt.

From the skin out, the basic pressure garment consists
of a nomex comfort layer, a neoprene-coated nylon pressure
bladder and a nylon restraint layer. The outer layers of the
intravehicular suit are, from the inside out, nomex and two
layers of Teflon-coated Beta cloth. The extravehicular inte-
gral_thermal/meteoroid cover consists of a liner of two layers
of neoprene-coated nylon, seven layers of Beta/Kapton spacer
laminate, and an outer layer of Teflon-coated Beta fabric.

The extravehicular suit, together with a liquid cooling
garment, portable life support system (PLSS), oxygen purge
system, lunar extravehicular visor assembly and other components
make up the extravehicular mobility unit (FMU). The EMU pro-
vides an extravehlcular crewman with life support for a four-
hour mission outside the lunar module without replenishing
expendables, EMU total welght 1s 183 pounds. The intra-
vehicular sult weighs 35.6 pounds.

Liquid cooling garment--A knltted nylon-spandex garment
wlth 2 network of piastic tubing through which cooling water
from the PLSS 1s circulated. It is worn next to the skin and
replaces the constant wear—garment during EVA only.

Portable life support system--A backpack supplying oxygen
at 3.9 psi and cooling water to the liquid cooling garment.
Return oxygen 1s cleansed of solid and gas contaminants by a
1ithium hydroxide canister. The PLSS includes communications
and telemetry equipment, displays and controls, and a main
power supply., The PLSS 1s covered by a thermal insulation
Jjacket. (Two. stowed in IM).

Oxygen purge system--Mounted atop the PLSS, the oxygen
purge system provides a contingency 30-minute supply of
gaseous oxygen in two two-pound bottles pressurized to 5,880
psia. The system may alsc be worn separately on the front of
the pressure garment assembly torso. It serves as a mount for
the VHF antenna for the PLSS., (Two stowed in LM).

-more-
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Lunar extravehicular visor asgembly -- A polycarbonate shell
and two visors with thermal confrol and optical coatings on them.
The EVA visor is attached over the pressure helmet to provide
impact, micrometeoroid, thermal and ultraviolet infrared light
protection to the EVA crewman. o

Extravehicular gloves-~-Built of an outer shell of .
Chromel-R fabric and thermal insulation to provide protec-
tion when handling extremely hot and cold objects. The finger
tips are made of silicone rubber to provide the crewman more
senslitivity. ' '

A one-plece constant-wear garment, similar to "long
Johns", 1s worn as an undergarment for the space suit in intra-
vehicular operations and for the inflight coveralls. The
garment is porous-knit cotton with a waist-to-neck zipper for
donning. Blomedical harness attach poilnts are provided.

During periods out of the space suits, crewmen will wear
two-plece Teflon fabric iInflight coveralls for warmth and for
procket stowage of personal items. '

Communications carriers ("Snoopy hats") with redundant
microphones and earphones are worn with the pressure helmet;
a lightweight headset 1s worn with the inflight coveralls.
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APOLLO 11 CREW MENU

The Apollo 11 crew had a wide range of food items from which
to select their daily mission space menu. More than 70 items
comprise the food selection list of freeze-dried rehydratable, wet-
pack and spoon-bowl foods.

Balanced meals for five days have been packed in man/day over-
wraps, and items similar to those in the dailymenus have been
packed in a sort of snack pantry. The snack pantry permits the
crew to locate easily a food item in a smorgasbord mode without
having to "rob" a regular meal somewhere down deep in a storage
box.

Water for drinking and rehydrating food is obtained from
three sources in the command module--a dispenser for drinking water
and two water splgots at the food preparation station, one supplying
water at about 155 degrees F, the other at about 55 degrees F.
The potable water dispenser squlrts water continuously as long as
the trigger is held down, and the food preparation spigots dispense
water in one-ounce 1ncrements. Command module potable water is
supplied from service module fuel cell byproduct water.

A conftinuous-feed hand water dispenser similar to the one in
the command module is used aboard the lunar module for cold-water
rehydration of food packets stowed aboard the LM.

After water has been injected into a food bag, it is kneaded
for about fhree minutes. The bag neck is then cut off and the food
squeezed into the crewman's mouth. After a meal, germicide_pills
attached to the outside of the food bags are placed. in the bags to
prevent fermentation and gas formation. The bags are then rolled
and stowed in waste disposal compartments.

The day-by-day, meal-by-meal Apollo 11 menu for each crew-
man as well as contents of the snack pantry are listed on the
following pages:

=more-—
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. ACCESSORIES

Chewing gum
Wet skin cieaning towels
Oral Hﬁgiene Kit
3 toothbrushes
1 edible toothpaste
1 dental floss
Contingency Feeding System
3 food restrainer pouches
3 beverage packages
1 valve adapfter (pontube)

Spoons

-mere-

i

Unit

15

30
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Snack Pantry

Breakfast - Units

Peacgés : .u 76

FruitLCocktail o '_ o 6 )
Canaéian Bacon and Applesaude o 3

Bacon Sguares (8) o  ,' 12

Sausage Patties# g

Sugar Coated Corn Flakes

L

Strawberry Cubes (4)

)

Cinn. Tstd. Bread Cubes (4)

L’

Apricot Cereal Cubes (4)-

Peanut Cubes (4)

T
H

Salads/Meats_

Salmon Salad

Tuna Salad

Cream of Chicken Soup
Shrimp Coecktail

Spaghetti and Meat Sauce¥
Beef Pot Roast

Beef and Vegetables
Chicken and Rice¥®

Chicken Stew?®

Beef 3tew¥

Pork and Scalloped Potatoes¥

Ham and Potatoes (Wet)

Im w (@] w w N (O} (W] (o) (@2} o o w

Turkey and Gravy (Wet)

N
—~3

¥Spoon-Bowl Packagé

=more-—




Snack Fantry

Rehydratable Desserts
Banana.Fudding
Butterscotch Pudding
Applesauce

Chocolate Pudding

Beverages

Crange Drink
Orange-Grapefrult Drink
Pineapple-Grapefruit Drink -
Grapefruit Drink

Grape Drink

Grape Punch

Cocoa

Coffee (B)

Coffee (3)

Coffee (C and S)

—Hore -

Units

0.

joal

oW W W

w
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snack Pantry

Dried Fruits T Units - . Stow
Apricots 3 b 1
- Peaches B 6 1
Pears | 6 1

Sandwich Spread

Ham Salad (5 oz.) 1 1
Tuna 3alad (5 o%.) i 1
Chicken Salad (5 oz.) 1 1
Cheddar Cheese (2 oz.) 3 : 1
Bread

Rye 6 6
White 6 6

-more-
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. Snack . Pantry-
Bites o _ Units
Cheese Cracker Cubes -(6) 6

BBQ Beef Bits (4)
Chocolate Cubes (4)
Brownies (4)

Date Fruitcake (1)
Pineapple Fruitcake (4)

Jellied Fruit Candy (4)

vy O O O OV OO0

Caramel Candy (4}
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L¥-5. Food

Meal A. Bacon Squares(8)
Peaches
Sugar Cookie Cubes (6)
Coffee S .

Pineapple-Grapefruit drink

Meal B. Beef stew
Cream of Chickéﬁ‘Soupr
Date Fruit déké (4)
Grape Punch |

Orange Drink

: Units
Extra Beverage 8
Dried Fruit 4
Candy Bar Y
Bread 2
Ham Salad Spread {(tube food) 1
Turkey and Gravy .2
Spooﬁs 2

-more—
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Personal Hygiene

Crew personal hyglene equipment aboard Apollo 11 in-
cludes body cleanliness items, the waste management system
and one medlcal kit. : .

Packaged with the food are a toothbrush and a two-ounce
tube of toothpaste for each crewman. ‘Each man-meal package
contalns a 3.5~by-four-inch wet-wipe cleansing towel.
Additionally, three packages of 12-by-12-inch dry towels are
stowed beneath the command module pilot!'s couch. Each package
contains seven towela, Also stowed under the command module
pilot's couch are seven tissue dispensers containing h3 three-
ply tissues each.

S0li1d body wastes are collected in Gemini-type plastic
defecation bags which contain a germicide to prevent bacteria
and gas formation, The bags are sealed after use and stowed
in empty food containers for post-flight analysis.

Urine collectlon devices are provided for use while
wearing either the pressure suilt or the inflight coveralls.
The urine is dumped overboard through the spacecraft urine .
dump valve in the CM and stored in the IM,

Medical Kit

The 5x5x8-inch medical accessory kit is stowed in a com-
partment on the aspacecraft right side wall beside the lunar
module pilot couch. The medical kit contains three moticon
sickness injectors, three pailn suppression injJectors, one two-
ounce bottle first ald ointment, two one-ounce bottle eye
drops, three nasal sprays, two compress bandages, 12 adheslve
bandages, one oral thermometer and four spare crew biomedical
harnesses. Pills in the medical kit are 60 antibiotiec, 12
nausea, 12 stimulant, 18 pain killer, 60 decongestant, 24
diarrhea, 72 asplirin and 21 sleeping. Additionally, a small
medical kit containing four stimulant, eight dlarrhea, two
sleeping and four pain killer pills, 12 aspirin, one bottle eye
drops and two compress bandages 1s stowed in the lunar medule
flight data file compartment,

Survival Gear

The survival kit 18 stowed 1n two rucksacks in the right-
hand forward equipment bay above the lunar module pilot,

Contents of rucksack No. 1 are: two combination survival
lights, one desalter kit, three pailr sunglasses, one radio
beacon, one spare radio beacon battery and spacecraft connector
cable, one knife in sheath, three water containers and two con-
tainers of Sun lotion. .

~more -
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Rucksack No. 2: one three-man l1life raft with CO
inflater, one sea anchor, two sea dye markers, three sSun-
bonnets, one mooring lanyard, three manlines, and two attach
brackets,

. The survival kit is designed to provide a 48-hour
postlanding (water or land) survival capability for three
crewmen between 40 degrees North and South latitudes,

Biomedical Inflight Monitoring

: The Apollo 11 crew biomedical telemetry data recelved
by the Manned Space Flight Network will be relayed for in-
stantaneous display at Mission Control Center where heart
rate and breathing rate data will be displayed on the flight
surgeon's console. Heart rate and respiration rate average,
range and deviation are computed and displayed on digital TV
screens,

In addition, the instantaneous heart rate, real-time and
delayed EKG and respiration are recorded on strip charts for
each man,

Biomedical telemetry will be simultaneous from all crew-
men while in the CSM, but selectable by a manual onboard
switch in the IM. '

Biomedical data observed by the flight surgeon and
his team in the Life Support Systems Staff Support Room will
be correlated with spacecraft and space sult environmental
data displays.

Blood pressures are no longer telemetered as they were
in the Mercury and Gemini programs. Oral temperature, how-
ever, can be measured onboard for diagnostic purposes and
voilced down by the crew in case of inflight lllness.

=“-more -
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_Trainigg

The crewmen of Apollo 11 have spent more than five hours
of formal crew training for each hour of the lunar-orbit
mission's eight-day duration, More than 1,000 hours of training
were in the Apollo 1l crew training syllabus over and above
the normal preparations for the mission--~technical briefings
and reviews, pllot meetings and study. )

The Apollo 1l crewmen alsdé took part in spacecraft manu- _
facturing checkouts at the North American Rockwell plant in )
Downey, Calif,, at Grumman Alrcraft Engineering Corp., Bethpage,

N.Y., and 1n prelaunch testing at NASA Kennedy Space Center.
Taking part in factory and launch area testing has provided the
crew with thorough operational knowledge of the complex vehicle.

Highlights of specialized Apollo 11 crew training topics
are: .

* Detailed séries of briefings on Spacecraft systems,
operation and modifications,

% Saturn launch vehicle briefings on countdown, range
safety, flight dynamics, fallure modes and abort conditions.
The launch vehicle briefings were updated periodecally.

* Apollo Guildance and Navigation system briefings at the
Massachusetts Institute of Technology Instrumentation Laboratory.

*..Briefings and continuous training‘on mission photo-
graphic objectives and use of camera equipment.

* Extensive pilot participation in reviews of all flight
procedures for normal as well as emergency situations.

* Stowage reviews and practice in training sessions in
the spacecraft, mockups and command module simulators allowed
the crewmen to evaluate spacecraflt stowage of crew-associated
equipment, :

* More than 400 hours of training per man in command module
and lunar module simulators at MSC and KSC, including closed-
loop simulations with flight controllers in the Mission Control
Center. Other Apollo simulators at various locations were
used extensively for specialized crew training.

* Entry corridor deceleration profiles at lunar-return
conditions in the MSC Flight Acceleration Facility manned
centrifuge.

-more-
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# Tunar surface briefings and l-g walk-throughs of lunar
surface EVA operations covering lunar geology and microbiology
and deployment of experiments in the Early Apollo Surface
Experiment Package {EASEP). Training in lunar surface EVA
~ included practice sessions with lunar surface sample gathering

tools and return containers, cameras, the erectable S-band
antenna and the modular equipment stowage assembly (MESA)
housed in the LM descent stage.

# Proficiency flights in the lunar landing training
vehicle (LLTV) for the commander.

* Zero-g aircraft flights using command module and lunar
module mockups for EVA and pressure sult dorfing/honning
practice and tralning. ' '

* Underwater zero-g training in the MSC Water Immersion
Facility using spacecraft mockups to further famillarize crew
with all aspects of CSM-LM docking tunnel intravehicular
transfer and EVA in pressurized suits.

* Water egress training conducted in indoor tanks as
well as 1n the Gulf of Mexico, included uprighting from the
Stable II position (apex downj to the Stable I position (apex
up), egress onto rafts and helicopter pickup.

# Launch pad egress training from mockups and from the
actual spacecraft on the launch pad for possible emergencles
such as fire, contaminants and power fallures.

* The training covered use of Apollo spacecraft fire
suppression equipment Iin the cockplit. _

# Planetarium reviews at Morehead Planetarium, Chapel
Hill, N.C., and at Griffith Planetarium, Los Angeles, Calif.,
of the celestial sphere with special emphasis on the 37 '
navigational stars used by the Apollo guidance computer.

- ~-more-
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NATIONAL AERONAUTICS AND SPACE ADMINISTRATION

WASHINGTON, D. C. 20546

BIOGRAPHICAL DATA

NAME: Neil A, Armstrong ( Mr.)
NASA Astronaut, Commander, Apollo 11}

BIRTHPLACE AND DATE: Born in Wapakoneta, Ohio, on August 5,
1930; he is the son of Mr, and Mrs., Stephen Armstrong
of Wapakoneta,

PHYSICAL DESCRIPTION: Blond hair; blue eyes; height: 5 feet
: 11 inches; weight: 165 pounds,

EDUCATION: Attended secondary school in Wapakoneta, Ohio;
’ received a Bachelor of Science degree in Aercnautical
Engineering from Purdue University in 1955. Graduate
School = University of Southern California.

MARITAL STATUS: Married to the former Janet Shearon of Evanston,
Illinois, who is the daughter of Mrs. Louise Shearon of
Pasadena, cCcalifornia.

CHILDREN: Eric, June 30, 1957; Mark, April 8, 1963.

OTHER ACTIVITIES: His hobbiles include soaring (for which he isa
Federation Aeronautique Internationale gold badge holder).

ORGANIZATIONS: Associate Fellow of the Society of Experimental
Test Pilots; associate fellow of the American Institute
of Aeronautics and Astronautics; and member of the Soaring
Society of America.

SPECIAL HONORS: Recipient of the 1962 Institute of Aerospace
Sciences Octave Chanute Award; the 1966 AIAA Astronautics
Award; the NASA Exceptional Service Medal; and the 1962
John J. Montgomery Award,

EXPERIENCE: Armstrong was a naval aviator from 1949 to 1952 and
flew 78 combat missions during the Korean action.

He Joined NASA's Lewis Research Center in 1955 (then NACA
Lewis Flight Propulsion Laboratory) and later transferred
to the NASA High Speed Flight Station (now Flight Researech
Center) at Edwards Air Force Base, California, as an
aeronautical research pilot for NACA and NASA, 1In this
capacity, he performed as an X-15 project pilot, flying
that aircraft to over 200,000 feet and approximately 4,000
miles per hour.

~more-




T e— T G TN TRt R

w

_139_

Other flight test work included piloting the X-1 rocket
airpiane, the F-100, F-101, F-102, F-104, F5D, B-47, the
paraglider, and others,

As pllot of the B-29 'drop" aircraft, he participated in
the launches of over 100 rocket ailrplane flights.

He has logged more than 4,000 hours flying time.

CURRENT ASSIGNMENT: Mr, Armstrong was selected as an astronaut
by NASA in September 1962, He served as backup command
pilot for the Gemini 5 flight, :

As command pilot for the Geminl 8 mission, which was launched
on March 16, 1966, he performed the first successful dock-
ing of two vehicles in space. The fiight, originally
scheduled to last three days, was terminated early due to

a malfunctioning OAMS thruster; but the crew demonstrated
exceptional piloting skill in overcoming this problem

and bringing the spacecraft to a safe landing.

He subsequently served as backup command pilot for the
Gemini 11 mission and is currently assigned as the
commander for the Apolle 11 mission, and will probably
be the first human to set foot on the Moon.

As a civil servant, Armstrong, a GS-16 Step 7, earhs
$30,054 per annum

-more- June 1969
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NATIONAL AERONAUTICS AND SPACE ADMINISTRATION

WASHINGTON, D. C. 20546

BIOGRAPHICAL DATA

NAME: Michael Collins (Lieutenant Colonel, USAF)
NASA Astronaut, Command Module Pilot, Apollo 11

BIRTHPLACE AND DATE: Born in Rome, Italy, on October 31, 1930.

His mother, Mrs. James L. Collins, resides in Washington,
D,C,

PHYSICAL DESCRIPTION: Brown hair; brown eyes; height: 5 feet
11 inches; weight: 165 pounds. '

EDUCATION: Graduated from Saint Albans School in Washington,
D.C.; received a Bachelor of Science degree from the

United States Military Academy at West Point, New York,
in 1952, C

MARITAL STATUS: Married to the f ormer Patricia M, Finnegan of
Boston, Massachusetts,

CHILDREN: Kathleen, May 6,  1959; Ann S., October 31, 1961;
Michael L., February 23, 1963,

OTHER ACTIVITIES: His hobbies include fishing and handball.
ORGANIZATIONS: Member of the Soclety of Experimental Test Pilots.

SPECIAL HONORS: Awarded the NASA Exceptional Service Medal, the

Alr Force Command Pilot Astronaut Wings, and the Air Force
Distinguished Flying Cross.

EXPERIENCE: Collins, an Air Force Lt Colonel, chose an Air ¥orce
career following graduation from West Point.

He served as an experimental flight test officer at the Alr
Force Flight Test Center, Edwards Air Force Base, California,
and, in that capacity, tested performance and stability and
control characteristics of Air Force alrcraft--primarily

Jjet fighters,

He has logged more than 4,000 hours flying time, including
more than 3,200 hours in jet aircraft,

=HOIew
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CURRENT ASSIGNMENT: Lt, Colonel Collins was one of the third

-

group of astronauts named by NASA in October 1963, He
has since served as backup pilot for the Gemini 7
mission, ' : '

As pilot on the 3-day 44-revolution Gemini 10 mission,
launched July 13, 1966, Collins shares with command

pilot John Young in the accomplishments of that record-
setting flight. These accomplishments include a success~
ful rendezvous and docking with a separately launched

Agena target vehlcle and, using the power of the Agena,
maneuvering the Gemini spacecraft into another orbit for

a rendezvous with a second, passive Agena, Collins' skill-
ful performance in completing two periods of extravehicular
activity, including his recovery of a micrometeorite
detection experiment from the passive Agena, added greatly
to our knowledge of manned space flight.

Gemini 10 attained an apogee of approximately 475 statute
miles and traveled a dilstance of 1,275,091 statute miles--
after which splashdown occurred in the West Atlantic

529 statute mlles east of Cape Kennedy. The spacecraft
landed 2.6 miles from the USS GUADALCANAL and became the-
second in the Geminl program to land within eye and camera
range of a prime recovery vessel,

He is currently assigned as command module pilot on the
Apollo 11 mission. The annual pay and allowances of an
Air Force lieutenant colonel with Collins' time in service
totals $17,147.36.

-more- June 1969
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NATIONAL AERONAUTICS AND SPACE ADMINISTRATION

WASHINGTON, D. C. 20546

BIOGRAPHICAL DATA

NAME: Edwin E. Aldrin, Jr. (Colonel, USAF)
NASA Astronaut, Lunar Module Pilot, Apollo 11

BIRTHPLACE AND DATE: Born in Montelair, New Jersey, on January
20, 1930, and is the son of the late Marion Moon Aldrin
and Colonel (USAF Retired) Edwin E. Aldrin, who resides
in Brielle, New Jersey.

PHYSICAL DESCRIPTION: Blond hair; blue eyes; helght: 5 feet
10 inches; weight: 165 pounds.

EDUCATION: Graduated from Monteclair High School, Monteclair, New
Jersey; received a Bachelor of Science degree from the
United States Military Academy at West Point, New Yorik,
in 1951 and a Doctor of Science degree in Astronautics
from the Massachusetts Institute of Technology in 1963;
recipient of an Honorary Doctorate of Secience degree from
Gustavus Adolphus College in 1967, Honorary degree from .
Clark University, Worchester, Mass., _

MARITAL STATUS: Married to the former Joan A, Archer of Ho~Ho-Kus,

New Jersey, whose parents, Mr. and Mrs., Michael Archer, are
residents of that city.

CHILDREN: J. Michael, September 2, 1955; Janice R., August 16,
1957; Andrew J., June 17, 1958,

OTHER ACTIVITIES: He is a Scout Merit Badge Counsellor and an
Elder and Trustee of the Webster Presbyterian Church.

‘His hobbles include running, scuba diving, and high bar
exercises,

ORGANIZATIONS: Assocliate Fellow of the American Institute of
Aeronautics and Astronautics; member of the Soclety of
Experimental Test Pilots, Sigma Gamma Tau (aeronautical
engineering society), Tau Beta Pi (national engineering
soclety), and Sigma Xi (national science research soclety);

and a 32nd Degree Mason advanced through the Commandery
and Shrine,

-moxre -
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o SPECIAL HONORS: Awarded the Distinguished Flying Cross wlth one
Oak Leaf Cluster, the Alr Medal with two Oak Leaf Clusters,
the Alr Force Commendation Medal, the NASA Exceptional
Service Medal and Air Force Command Pilot Astronaut Wings,
the NASA Group Achievement Award for Rendezvous Operations
Planning Team, an Honorary Life Membership in the Inter-

. national Assoclation of Machinists and Aerospace Workers,
and an Honorary Membership in the Aerospace Medical

Association.

EXPERIENCE: Aldrin, an Air Force Colonel, was graduated third
~in a class of 475 from the United States Military Academy
at West Point in 1951 and subsequenitly received his wings
at Bryan, Texas, in 1952, .

He flew 66 combat missions in F-86 aircraft while on duty
in Korea with the 51st Fighter Interceptor Wing and was
credited with destroying two MIG-15 aircraft. At Nellis
Air Force Base, Nevada, he served as an aerial gunnery.
instructor and then attended the Squadron Officers' School
at the Air University, Maxwell Air Force Base, Alabama,

Following his assignment as Aide to the Dean of Faculty at
the United States Air Force Academy, Aldrin Flew F-100
aircraft as a flight commander with the 36th Tactiecal
Fighter Wing at Bitburg, Germany. He attended MIT,

. receiving a doctorate after completing his thesis concern-
ing guidance for manned orblital rendezvous, and was then
assigned to the Geminl Target 0ffice of the Air Force Space
Systems Division, lLos Angeles, Calfornia. He was later
transferred to the USAF Field 0ffice at the Manned Space-
craft Center whilch was responsible for integrating DOD
experiments into the NASA Geminl flights.

He has logged approximately 3,500 hours flylng time,
including 2,853 hours in jet aircraft and 139 hours in
helicopters, He has made several flights in the lunar
landing research vehilcle,

CURRENT ASSIGNMENT: Colonel Aldrin was one of the third group
of astronauts named by NASA in October 1963, He has since
served as backup pillot for the Geminl 9 mission and prime
pilot for the Gemini 12 mission.

~More-
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v

On November 11, 1966, he and command pllot James Lovell
were launched into space in the Gemini 12 spacecraft on

a 4~day 59-revolution flight which brought:the Gemini-
Program to a successful close, Aldrin established a new
record for extravehicular activity (EVA) by aceruing
s1lightly more than 53 hours outside the spacecraft. During
the umbilical EVA, he attached a tether to the Agena; :
retrieved a micro-meteorite experiment package from the -
spacecraft; and evaluated the use of body restraints

speclally designed for completing work tasks outside the -

spacecraft, He completed numerous photographic experiments

and obtained the first pictures taken from space of an

eclipse of the sun.

Other major accomplishments of the 9Q4-hour 35-minute flight
included a third-revolution rendezvous wlth the previously
launched Agena, using for the first time backup onboard .
computations due to a radar failure, and a fully automatic
controlled reentry of a spacecraft. Gemini 12 splashed
down in the Atlantic within 24 miles of the prime recovery
ship USS WASP. = '

Aldrin is currently assigned as lunar module pilot for the
‘Apollo 11 flight. The anmual pay and allowances of an Air
Force colonel with Aldrin's time in service total $18,622.56.

-more -
June 1969
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EARLY APOLLO SCIENTIFIC EXPERIMENTS PACKAGE (EASEP)

The Apollo 11 scientific experiments for deployment
on the lunar surface near the tcuchdown point of the lunar
module are stowed in the LM's scientific equipment bay at
the left rear quadrant of the descent stage looking for-
ward.

The Early Apollo Scientific Experiments Package (EASEP)
will be carried only on Apollo 11; subsequent Apollo lunar
landing missions will carry the more comprehensive Apolilo
Lunar Surface Experiment Package (ALSEP).

EASEP consists of two basic experiments: the passive
seismic experiments package (PSEP) and the laser ranging
retro-reflector (LRRR). Both experiments are independent,
self-contained packages that weigh a total of about 170
pounds and occupy 12 cubic feet of space.

PSEP uses three long-period seismometers and one short-
period vertical seismometer for measuring meteoroid impacts
and moonguakes. Such data will be useful in determining the
interior structure of the Moon; for example, does the Moon
have a core and mantle like Earth.

The seismic experiment package has four basic subsystems:
structure/thermal subsystem for shock, vibration and thermal
protection; electrical power subsystem generates 3U to U6
watts by solar panel array; data subsystem receives and decodes

- MSEN uplink commands and downlinks experiment data, handles

power switching tasks; passive seismic experiment subsystem
measures lunar seismic activity with long-period and short-
period seismometers which detect inertial mass displacement.

The laser ranging retro-reflector experiment is a retro-
reflector array with a folding support structure for aiming
and aligning the array toward Earth. The array is built of
cubes of fused silica. Laser ranging beams from Earth will
be reflected back to tTheir point of origin for precise mea-
surement of Earth-Moon distances, motion of the Moon's center
of mass, lunar radius and Earth geophysical information.

Earth stations which will beam lasers to the LRRR in-
clude the McDonald Observatory at Ft. Davis, Tex.; Lick Obser-—
vatory, Mt. Hamilton, Calif.; and the Catalina Station of the
University of Arizona. Scientists in other countries also
plan to bounce laser beams off the LRER.

Principal investigators for these experiments are
Dr. C. 0. Alley, Univeprsity of Maryland (Laser Ranging Retro
Feflector) and Dr. Garry Latham, Lamont Geological Observatory
(Passive Seismic Experiments Package).

-more-
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 APOLLO LUNAR RADTOISOTOPIC HEATER (ALRH)

An isctopic heater system built into the passive
seismometer experiment package which Lpclle 11 astronauts
will leave on the Moon will protect the seismic recorder
during frigid lunar nights.

4}

The Apcllo Lunar Radicoisotopic Heater (ALRH), developed
by the Atomic Energy Commission, will be the first major use
of nuclear energy in a manned space flight mission. Each of
the two heaters is fueled with about 1.2 ounces of plutonium
238. Heat is given off as the well shielded radicactive
material decays.

During the lunar day, the seismic deviece will send back
to Earth data on any lunar seismic activity or "Moonquakes."
During the 340-hour lunar night, when temperatures drop as low
as 279 degrees below zero F., the 15-watt heaters will keep
the seismometer at a minimum of -65 degrees below zero F.
Exposure to lowr temperatures would damage the device.

Power for the seismic experiment, which operates only
during the day, is from two solar panels.

The heaters are three inches in diameter, three inches
long, and weigh two pounds and two ounces each including mul-
tiple layers of shielding and protective materials. The con-
plete seismometer package welghs 100 pounds.

They -are mounted into the seismic package before launch. The
entire unit will be carried in the lunar module scientific equipment
bay and after landing on the Moon will be deployed by an astronaut a
short distance from the lunar vehicle. There is no handling risk
to the astronaut. :

They are mounted into the seismic package before launch.
The entire unit will be carried in the lunar module scientific
by an astronaut a short distance from the lunar vehicle.
There is no handling risk to the astronaut.

The plutonium fuel 1s encased in various materials chosen
for radiation shielding and for heat and shock resistance. The
materials include a tantalum-tungsten alloy, a platinum-rhodium
alley, titanium, fibrous carbon, and graphite. The outsgide layer
is stalinless steel.

Extensive safety analyses and tests were performed by =
Sandia Laboratories at Albuquerque, New Mexico, to determine
effects of an abort or any conceivable accident in connection
wlth the Moon flight. The safety report by the Interagency -
Safety Evaluation Panel, which is made up of representatives of
NASA, the AEC, and the Department of Defense, concluded that
the heater presents no undue safefy problem to the general pop-
ulation under any accident condition deemed possible for the
Apollo mission.
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Sandia Laboratories is operated for the AEC by Western
Electric Company. The heater was fabricated by AEC's Mound
Laboratory at Miamisburg, Ohio, which is operated by Monsanto
Research Corporation.

The first major use of nuclear energy in space came in
1961 with the launching of a navigation satellite with an isotopic

generator. Plutonium 238 fuels the device which is still operating.

Two similar units were launched in 1961 and two more in 1963.

Last April, NASA launched Nimbus III, a weather satellite
with a 2-unit nuclear isotopic system for generating electri-
cal power. The Systems for Nuclear Auxiliary Power (SNAP-19)
generator, developed by AEC, provides supplementary power.

Apollo 12 is scheduled to carry a SNAP-27 radioisotope
thermoelectric generator, also developed by AEC, to provide power
to operate the Apollo Lunar Surface Experiments Package (ALSEP).
The SNAP-27 also contains plutonium 238 as the heat source.
Thermoelectric elements convert this heat directly into elec-
trical energy.

~Mmore-—
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- APOLLO LAUNCH OPERATIONS

Prelaunch Preparations

NASA's John F. Kennedy Space Center performs preflight
checkout, test and launch of the Apollo 11 space vehicle.
A government-industry team of about 500 will conduct the 3
final countdown from Firing Room 1 of the Launch Control
Center (LCC).

The firing room team is backed up by more than 5,000
persons who are directly involved in launch operations at KSC
from the time the vehicle and spacecraft stages arrive at the
Center until the launch is completed.

Initial checkout of the Apecllo spacecraft is conducted
in work stands and 1n the altitude chambers in the Manned
Spacecraft Operations Building (MSOB) at Kennedy 3pace Center.
After completion of checkout there, the assembled spacecraft
is taken to the Vehicle Assembly Building (VAB) and mated with
the launch vehicle. There the first integrated spacecraft ang
launch vehicle ftests are conducted. The assembled space vehlcle
is then rolled out to the launch pad for final preparations and
countdown to launch.

In early January, 1969, flight hardware for Apollo 11 began
arriving at Kennedy Space Center, just as Apolle @ and Apcllo 10
were undergoing checkout at KSC.

The lunar module was the first piece of Apcllo 11 flight
hardware to arrive at KSC. The two stages of the LM were moved
into the altitude chamber in the Manned Spacecraft Operations
Building after an initial recelving inspection in January.

In the chamber the LM underwent systems tests and both. unmanned
and manned chamber runs. During these runs the chamber air was
pumped out to simulate the wvacuum of space at altitudes in
excess of 200,000 feet. There the spacecraft systems and the
astronauts' life support systems were tested.

While the LM was undergoing preparation for its manned
altitude chamber runs, the Apollo 11 command/service module
arrived at K3C and after receiving inspection, it, too, was
placed in an altitude chamber in the MSOB for systems tests -
and unmanned and manned chamber runs. The prime and backup
crews participated in the chamber runs on both the LM and the
CsSM, : -

chambers. After installing the landing gear on the LM and the
SPS engine nozzle on the CSM, the LM was encapsulated in the
spacecraft LM adapter (SLA) and the CSM was mated to the SLA.
On April 14, the assembled spacecraft was moved to the VAB .
where it was mated to the launch vehicle.

In earily April, the LM and CSM were removed from the ‘

-more-—
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The launch vehicle flight hardware began arriving at
KSC in mid-January and by March 5 the three stages and the
instrument unit were erected on Mobile Launcher 1 in high
bay 1. Tests were conducted on individual systems on each
of the stages and on the overall launch vehicle before the
spacecraft was erected atop the vehicle.

After spacecraft erection, the spacecraft and launch
vehicle were electrically mated and the first overall test
(plugs-in) of the space vehicle was conducted. In accordance
with the philosophy of accomplishing as much of the checkout
as possible in the VAB, the overall test was conducted before
the space vehicle was moved to the launch pad.

The plugs-in test verified the compatibility of the space
vehicle systems, ground support equipment and off-site support
facilities by demonstrating the ability of the systems to '
proceed through a simulated countdown, launch and flight.
During the simulated flight portion of the test, the systems
were required to respond to both emergency and normal flight
conditions.

The move to Pad A from the VAB on May 21 occurred while
Apollo 10 was enroute fo the Moon for a dress rehearsal of a

lunar landing mission and the first test of a complete spacecraflt

in the near-lunar environment.

Apollo 11 will mark the fifth launch at Pad A on Complex
39. The first two unmanned Saturn V launches and the manned
Apollo 8 and 9 launches took place at Pad A. Apollo 10 was
the only launch to date from Pad B.

The space vehicle Flight Readiness Test was conducted
June 4-6. Both the prime and backup crews participate in
portions of the FRT, which is a final overall test of the space
vehicle systems and ground support equipment when all systems
are as near as possible to a launch configuration.

Affer hypergolic fuels were loaded aboard the space
vehicle and the launch vehicle first stage fuel (RP-1) was
brought aboard, the final major test of the space wvehlicle began.
This was the countdown demonstration test (CDDT), a dress re-
hearsal for the final countdown to launch. The CDDT for
Apocllo 11 was divided into a "wet" and a "dry" portion. During
the: first, or "wet" portion, the entire countdown, including
propellant loading, was carried out down to T-8.9 seconds, the
time for ignition sequence start. The astronaut crew did not
participate in the wet CDDT.

-more-—
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At the completion of the wet CDDT, the cryogenic pro-
pellants (1liquid oxygen and liquid hydrogen) were off-loaded,
and the: final portion of the countdown was re-run, this time
8imulating the fueling and with the prime astronaut crew
participating as they will on launch day.

By the time Apcllo 11 was entering the final phase of its
checkout procedure at Complex 394, crews had already started -
the checkout of Apollo 12 and Apollo 13. The Apollo 12 space-
craft completed altitude chamber testing in June and was later
mated to the launch vehicle in the VAB. Apollec 13 flight hard- -
ware began arriving in June to undergo preliminary checkout.

Because of the complexity involved in the checkout of the
363-foot-tall (110:6 meters) Apcllo/Saturn V configuration, the
launch teams make use of extensive automaticn in their checkout.
Automation is one of the major differences in checkout used in
Apollo compared to the procedures used in the Mercury and
Gemini programs. :

Computers, data display equipment and digital data tech-
niques are used throughout the automatic checkout from the time
the launch vehicle 1s erected in the VAB through liftoff. A
gimilar, but separate computer operation called ACE (Acceptance
Checkout-Equipment) is used to verify the flight readiness of
the spacecraft. Spacecraft checkout is controlled. from separate
rooms 1n the Manned Spacecraft Operations Building.

~-more-—
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LAUNCH COMPLEX 39

Launch Complex 39 facilities at the Kennedy Space Center
were planned and builit specifically for the Apollo Saturn V,
the space vehicle that will be used to carry astronauts to
the Moon. . .

Complex 39 introduced the mobile concept of 1aunch operations,
a departure from the fixed launch pad technigues used previously
at Cape Kennedy and other launch sites, Since the early 1950's
when the first ballistic missiles were launched, the fixed launch
concept had been used on NASA missions., This method called for
assembly, checkout and launch of a rocket at one site--the launch
pad. In addition to tying up the pad, this method also often left
the flight equipment exposed to the outside influences of the
weather for extended periods,

. Uslng the mobile concept, the space vehlcle is thoroughly
checked in an enclosed building before it is moved to the launch
pad for final preparations. This affords greater protection, a
more systematic checkout process using computer techniques and
a high launch rate for the future, since the pad time is minimal.

Saturn V stages are shipped to the Kennedy Space Center by
ocean=-going vessels and speclally designed aircraft, such as the
Guppy. Apollo spacecraft modules are transported by air. The
spacecraft components are first taken to the Manned Spacecraft
Operations Buillding for preliminary checkout. The Saturn V
stages are brought immediately to the Vehicle Assembly Building
after arrival at the nearby turning basin.

The major components of Complex 39 include: (1) the
Vehicle Assembly Building (VAB) where the Apollo 11 was
assembled and prepared; (2) the. Launch Control Center, where
the launch team conducts the preliminary checkout and final
countdown; ({3) the mobile launcher, upon which the Apollo 11
was erected for checkout and from where it will be launched; _
(4) the mobile service structure, which provides external access
to the space vehicle at the pad; (5) the transporter, which
carries the space vehlicle and mobile launcher, as well as the
mobile service structure to the pad; (6) the crawlerway over
which the space vehicle travels from the VAB to the launch pad;
and (7) the launch pad 1tself. _
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Vehicle Assembly Building

The Vehicle Assembly Bullding is the heart of Launch Complex
39, Covering eight acres, it 1s where the 363-foot-tall space
vehicle is assembled and tested. _

The VAB containe 129,482,000 cubic feet of space, It is
T16 feet long, and 518 feet wide and it covers 343,500 square
feet of floor space.

The foundation of the VAB rests on 4,225 steel pilings,
each 16 inches in diameter, driven from 150 to 170 feet to bed-
rock, If placed end to end, these pilings would extend a distance
of 123 miles, The skeletal structure of the buillding contains
approximately 60,000 tons of structural steel. The exterior is
covered by more than a million square feet of insulated aluminum
Siding [ : .

The building is divided into a high bay area 525 feet high
and a low bay area 210 feet high, with both areas serviced byza
transfer aisle for movement of vehlcle stages,

The low bay work area, approximately B42 feet wide and 274
feet long, contains eight stage-preparation and checkout cells,
These cells are equipped with systems to simulate stage interface
and operation with other stages and the instrument unit of the
Saturn V launch vehicle.

After the Apollo 11 launch vehicle upper stages arrived at
Kennedy Space Center, they were moved to the low bay of the
VAB. Here, the second and third stages underwent acceptance and
checkout testing prior to mating with the S-IC first stage atop
the Moblile Launcher in the high bay area.

The high bay provides facilitles for assembly and checkout
of both the launch vehicle and spacecraft. It contains four
separate bays for vertical assembly and checkout. At present,
three bays are equipped, and the fourth will be reserved for
possible changes 1in vehlcle configuration.

Work platforms -- some as high as three-story bulildings =-- in
the high bays provide access by surrounding the vehicle at varying
levels. Each high bay hag five platforms, Each platform consists
of two bl-parting sections that move in from opposite sides and
mate, providing a 360-degree access to the section of the space
vehicle being checked,

A 10,000=-ton-capacity air conditioning system, sufficient
to cool about 3,000 homes, helps to control the environment within
the entire office, laboratory, and workshop complex located inside
the low bay area of the VAB, Alir condiltioning 1s also fed to

individual platform levels located around the vehicle.

=Mmore -
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There are 141 lifting devices in the VAB, ranging from one-
ton holsts to two 250-ton high-1ift bridge cranes,

The mobile launchers, carried by transporter vehicles, move
in and out of the VAB through four doors in the high bay area, one
in each of the bays. Each door is shaped like an inverted T. They
are 152 feet wide and 114 feet high at the base, narrowing to 76
feet in width. Total door height is 456 feet.

The lower section of each door is of the aireraft hangar type
that slides horizontally on tracks. Above thls are seven telescop-
ing vertical 1ift panels stacked one above the other, each 50 feet
high and driven by an individual motor, Each panel slides over
the next to create an opening large enough to permit passage of
the mobile launcher.

Launch Control Center

Adjacent to the VAB is the Launch Control Center (LCC). This
four-story structure is a radical departure from the dome~shaped
blockhougses at other launch sites,

The electronic "brain" of Launch Complex 39, the LCC was used
for checkout and test operations while Apollo 11 was being assembled
inside the VAB, The LCC contains display, monltoring, and control
equipment used for both checkout and launch operations.

The bulilding has telemeter checkout stations on its second
floor, and four firing rooms, one for each high bay of the VAB,
on its third floor. Three firing rooms contain identical sets of
control and monitoring equipment, so that launch of a vehicle and
checkout of others take place simultaneously. A ground computer
facility is associated with each firing room.

The high speed computer data link is provided between the LCC
and the moblle launcher for checkout of the launch vehicle. This
1link can be connected to the mobile launcher at either the VAB
or at the pad.

The three equipped firing rooms have some 450 consoles which
contain controls and displays required for the checkout process,
The digital data links connecting with the high bay areas of the
VAB and the launch pads carry vast amounts of data required during
checkout and launch, '

There are 15 display systems in each LCC firing room, with

each system capable of providing digital information lnstantane-
ously.

~nore~
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- 8ixty television cameras are positioned around the Apollo/
Saturn V transmitting plctures on 10 modulated channels, The LCC
firing room alsc contains 112 operational intercommunication
channels used by the crews in the checkout and launch countdown.

Mobile Launcher

The moblle launcher is a transportable launch base and

umbllical tower for the space vehicle, Three moblile launchers are
used at Complex 39, ' ' '

The launcher base 1s a two-story steel structure, 25 feet high,
160. feet long, and 135 feet wide. It is positioned on six steel
pedestals 22 feet high when in the VAB or at the launch pad. At
the launch pad, in addition to the six steel pedestals, four exten-
dable columns also are used to stiffen the mobile launcher against
rebound loads, if the Saturn engines cut off,

The umbilical tower, extending 398 feet above the launch plat-
form, 1s mounted on one end of the launcher base, A hammerhead
crane at the top has a hook height of 376 feet above the deck with
a traverse radius of 85 feet from the center of the tower.

The 12-million-pound mobile launcher stands 445 feet high
when resting on its pedestals. The base, covering about half an
acre, 1s a compartmented structure built of 25-foot steel girders,

The launch vehicle sits over a 45-footesquare opening which
allows an outlet for engine exhausts into the launch pad trench
contalning a flame deflector, This opening is lined with a re-
placeable steel blast shield, independent of the structure, and
1s cooled by a water curtain initiated two seconds after 1iftoff,

: There are nine hydraulically-operated service arms on the
umbllical tower. These service arms support lines for the vehicle
umbilical systems and provide access for personnel to the stages
as well as the astronaut crew to the spacecraft.

On Apollo 11, one of the service arms is retracted early in
the count. The Apollo spacecraft access arm is partially re-
tracted at T-43 minutes., A third service arm is released at T-30
seconds, and a fourth at about T-16.5 seconds., The remaining
five arms are set to swing back at vehicle first motion after T-O.

The service arms are equipped wit